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” RLZ5000 SERIES

ZENER DIODE, LEADLESS SURFACE MOUNT

FEATURES:
- Small size for Surface Mount Applications
- Compatible with JEDEC IN5000 Series
- Glass sealed for high reliability
- Silicon planar construction
- LL-34 Package
- Available in 8 mm plastic carrier tape
- Voltage range: 2.4 to 91V

APPLICATION:
Voltage Regulation

MAXIMUM RATINGS: (Ta = 25°C)
Total Power Dissipation (Pd)
Junction Temperature (T, )]
Storage Temperature (T stg)

S$00 mw
175°C
-65 to +175°C

DIMENSIONS/PACKAGING: (Unit: mmy)
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Recommended Pad Layout

Taping Code Description Quantity/Reel Reel Size
*“TE11C Band End (Cathode) Toward Feed Hole Side 2,500 178mm/7"
*TE13C Band End (Cathode) Toward Feed Hole Side 10,000 330mm/13"

TE-12 Non-Band End (Anode) Toward Feed Hole Side 2,500 178mm/7"
TE12A Non-Band End (Anode) Toward Feed Hole Side 10,000 330mm/13"

*Standard Taping Code

HOW TO ORDER:

Example: RLZ5230BTE11C

RLZ 52__B TE11C

L L Taping Code (packaging)

JEDEC Part Number

Rohm Leadless Zener Diode (LL-34 Pkg)

Description: Zener Diode, 4.7V - 2,500 pcireel

ROHM CORPORATION, Rohm Electronics Division, 3034 O|wen Dr., Antioch, TN 37013 (615)641-202
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-ELECTRICAL CHARACTERISTICS: (Ta=25°C)
- RLZ5000 Series (Package: LL-34)

Zener Max. Reverse | Max. Zener
® Pan | e Sh el | cupent | impedance o Curere! Temp Cost, | P4 Marking
Number Nom.] Win. | Max | 1 Z, |ze=zmal | | @V, [ 8V, Band1 | pandg2
v, v, v, (mA) | (Ohms) {Ohms) (mA) | (V) {%°C) {Cathode)
RLZS5221B 24 | 228 252 20 30 1200 100 1.0 -0.085 Black Brown
RLZ5222B 25 | 238 263 20 30 12580 100 1.0 -0.085 Black Red
RLZ5223B 27 | 557 | 284 20 30 1300 75 1.0 |- -0.080 Black Orange
RLZ5224B 28 | 266 294 20 30 1400 s 1.0 <0.080 Black Yellow
RLZ5225B 30 | 285 | 3.15 20 29 1600 S0 1.0 0.075 Black Green
RLZ5226B 33 | 314 347 20 28 1600 25 10 -0.070 Black Blue
RLZ5227B 36 | 342 3.78 20 24 1700 15 1.0 -0.065 Black Violet
RLZ52288 39 | 3N 4.10 20 pA} 1800 10 1.0 -0.060 Black Gray
RLZ52298 43 | 4.09 452 20 2 2000 | 5.0 1.0 .| - -0.038 Black White
RLZ5230B 47 | 447 494 20 19 1900 5.0 20 <0.030 Brown Black
RLZ5231B 5.1 485 5.36 20 17 1600 5.0 20 -0.030 Brown Brown
RLZ5232B 56 532 5.88 20 1 1600 S0 3.0 +0.038 Brown Red
RLZS5233B 60 | 570 6.30 20 70 1600 5.0 35 +0.038 Brown Orange
RLZ52348 6.2 5.89 6.51 20 70 1000 5.0 4.0 +0.045 Brown Yellow
RLZ5235B 6.8 6.46 7.14 20 50 750 3.0 5.0 +0.050 Brown Green
RLZ5236B 7.5 7.13 7.88 20 6.0 500 3.0 6.0 +0.058 Brown Blue
RLZS237B 8.2 7.79 8.61 20 8.0 S00 3.0 8.5 +0.062 Brown Violet
RLZ5238B 8.7 8.27 9.14 20 8.0 600 3.0 65 +0.065 Brown Gray
RLZ5238B 9.1 8.65 956 20 10 600 3.0 7.0 + 0.068 Brown White
RLZ5240B 10.0 | 950 | 1050 20 17 600 3.0 8.0 +0.075 Red Black
RLZ5241B 11.0 | 1045 | 1155 20 2 600 20 84 +0.076 Red Brown
RLZ5242B 120 | 11.40 | 1260 20 30 600 1.0 9.1 +0.077 Red Red
RL2Z5243B 13.0 | 1235 | 13.65 95 13 600 0.5 99 +0.079 Red Orange
RLZS5244B 14.0 | 13.30 | 14.70 9.0 15 600 0.1 10.0 +0.082 Red Yellow
. RLZ52458 150 | 1425 | 1575 85 16 600 0.1 11.0 +0.082 Red Green
RLZ52468 16.0 | 15.20 | 16.80 7.8 17 600 0.1 12.0 +0.083 Red Blue
RLZ52478B 170 | 1615 | 17.85 74 18 600 0.1 13.0 +0.084 Red Violet
RLZ5248B 18.0 | 17.10 | 18.90 7.0 21 600 0.1 140 + 0.085 Red Gray
RLZS2498 19.0 | 1805 | 19.95 6.6 23 600 0.1 140 +0.086 Red White
RLZ52508 20.0 | 19.00 | 21.00 6.2 25 600 0.1 15.0 +0.086 Orange Black
RLZ5251B 22.0 | 2090 | 23.10 56 29 600 0.1 17.0 +0.087 Orange Brown
RLZ5252B | 240 | 2280 | 2520 | 5.2 33 600 0.1 | 18.0 +0.088 Orange Red
RLZS253B 25.0 | 2375 | 2625 5.0 35 600 0.1 19.0 +0.089 Orange Orange
RLZS254B 27.0 | 2565 | 2835 46 41 600 0.1 21.0 +0.090 Orange Yellow
RLZ52558B 280 | 2660 | 29.40 45 44 600 0.1 210 + 0.091 Orange Green
RLZS256B | 300 | 2850 | 3150 | 42 49 600 0.t | 230 +0.091 Orange Blue
RLZ52578 330 | 31.35 | 3465 38 58 700 0.1 25.0 +0.092 Orange Violet
RLZ5258B 36.0 | 34.20 | 37.80 34 70 700 0.1 7.0 +0.093 Orange Gray
RLZ52598B 33.0 | 37.05 | 4085 32 80 800 01 | 300 + 0.094 Orange White
*RLZ5260B 43.0 | 40.85 | 45.15 3.0 <) 900 0.1 33.0 +0.095 Yellow Black
*RLZS5261B 47.0 | 4465 | 49.35 27 105 1000 0.1 36.0 +0.095 Yellow Brown
*RLZ5262B 510 | 48.45 | 5355 25 125 1100 0.1 39.0 +0.096 Yeliow Red
"RLZS263B | 56.0 | 5320 | 5880 | 22 150 1300 | 01 | 430 +0.096 Yeliow Orange
*RLZS264B 60.0 | 57.00 | 63.00 2.1 170 1400 0.1 46.0 +0.097 Yellow Yeliow
*RLZS265B 62.0 | 58.90 | 65.10 20 185 1400 0.1 47.0 +0.097 Yellow Green
*RLZ52668 680 | 6460 | 71.40 1.8 230 1600 0.1 520 +0.097 Yellow Blue
*RLZ52678B 75.0 | 7125 | 78.75 17 270 1700 0.1 56.0 +0.098 Yellow Violet
*RLZ5268B 820 | 77.90 | 86.10 1.5 330 2000 0.1 62.0 +0.098 Yellow Gray
*RLZ52698B 87.0 | 8265 | 91.35 14 370 2200 0.1 68.0 +0.099 Yeilow White
. “RLZ5270B | 91.0 | B6.45 | 9555 | 1.4 400 2300 0.1 | 69.0 +0.099 Green Black
* Under Development

NOTE: 3rd Band ( if present) wilt always be light green, which represents a tolerance of £+ 5%.
No 3rd Band also means + 5%,
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