International
[IeR|Rectifier

Diodes

Standard Recovery
750 mA-50 Amps

| @T | 1 Case
F(AV) @ TC Fsm (1) VEm @ e
Parl VRRM 50Hz | 60 Hz nxiFAv) | RthJcDC | Number
Number ) (A) | C) () (A ) (°C/W) (8) Notes Case Style
SMA4001TR 50 R1 (6) (9) SMB
SM4002TR 100
SM4003TR 200
SM4004TR 400 1 75 28 30 1.10 30 @
SM4005TR 600
SMA4006TR 800
SM4007TR 1000
1N4001 50 R2 (5)(6) (9 | DO-41 (DO-204AL)
1N4002 100
1N4003 200
1N4004 400 1 75 28 30 1.1 0.18
1N4005 600
1N4006 800
1N4007 1000
1N5401 100 R3 (6) (9) DO0-201AD
1N5402 200
1N5404 400 3 105 191 200 1.2
1N5406 600
1N5407 800 /"/
1N5408 1000
21PT5 50 R4 (2)(3)(9 | B-46
21PT10 100
21PT20 200 20 | 110 300 314 12 2 ~
21PT40 400 ) S
21PT60 600 :
8AFO5NPP 50 RS @ @@ | B-47PP
8AFINPP 100 ]
8AF2NPP 200 50 | 150 600 628 1.45 0.6 <.
BAFANPP 400 W

(1) Tj=Tjmax, 100% VRRM reapplied.
(2) For T¢ column read Ttab.
(3) For RthJc column read RthJ-tabs.

(4) Cathode to stud. For anode to stud change "N”
to "R" in basic part number, e.g., 8AF4RPP etc.

(5) VEmat rated IF(Av).

B-3

(6) Available on tape reel. See page 0-2.
(7) Additional packages available.

(8) For case outline drawing see page 0-2.
(9) VFM measured at Tj = 25°C.



