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1N722 S IN5251A 2-32 ZD
IN722A S 1IN5251B 2-32 ZD
1N723 S 1N5252A 2-32 2D
1IN723A s 1N5252B 2-32 ZD
1N724 S IN5254A 2-32 ZD
1N724A S 1N52548 2-32 pAY
1N725 s IN5256A 2-32 2D
1N725A S 1IN5256B 2-32 ZD
1N726 S 1N5257A 2-32 ZD
1IN726A S 1N52578B 2-32 zD
1N727 S 1IN5258A 2-32 D
IN7274A S 1IN5258B 2-32 ZD
1N728 S 1N5259A 2-32 2D
1N728A S 1N5259B 2-32 ZD
1N729 S IN5260A 2-32 ZD
1IN729A S 1IN5260B 2-32 ZD
1N730 S IN5261A 2-32 ZD
1IN730A S 1N5261B 2-32 ZD
IN731 S IN5262A 2-32 ZD
1N731A S 1N52628 2-32 ZD
IN732 S 1IN5263A 2-32 ZDh
1N732A S 1IN5263B 2-32 ZD
1N733 s IN5265A 2-32 ZD
IN733A S 1N5265B 2-32 ZDh 62% 5.0 250M
1N734 S IN5266A 2-32 ZD 68% 10 250M
1N734A S 1N5266B 2-32 D 68% 5.0 250M
1N735 E) IN5267A 2-32 D 75% 10 250M
IN735A s 1N5267B 2-32 ZD 75% 5.0 250M
1N736 S 1N5268A 2-32 ZD 82% 10 250M
IN736A S 1IN5268B 2-32 ZD 82% 5.0 250M
IN737 S 1N5270A 2-32 ZD 91% 10 250M
1IN7374A S 1IN5270B 2-32 ZD 91> 5.0 250M
1N738 S 1IN5271A 2-32 ZD 100* 10 250M
IN738A S 1IN5271B 2-32 ZD 100* 5.0 250M
1N739 S 1IN5272A 2-32 ZD 110% 10 250M
1N739A ) 1N5272B 2-32 ZD 110%* 5.0 250M
1N740 S 1N5273A 2-32 ZD 120* 10 250M
1N740A S 1N5273B 2-32 D 120% 5.0 250M
IN741 S IN5274A 2-32 ZD 130% 10 250M
IN741A S 1N5274B 2-32 ZDh 130% 5.0 250M
1N742 S IN5276A 2-32 fA)] 150% 10 250M
1IN742A S 1N5276B 2-32 ZD 150%* 5.0 250M
1IN743 S IN5277A 2-32 ZD 160% 10 250M
IN743A S 1N5277B 2-32 ZD 160%* 5.0 250M
1N744 S INS279A 2-32 ZD 180%* 10 250M
IN744A S 1N5279B 2-32 ZD 180% 5.0 250M
1N745 S 1IN5281A 2-32 ZDh 200% 0 250M
1IN745A S 1N5281B 2-32 ZD 200% 5.0 250M
1N746 S 2-11 ZD 3.3% 10 400M
IN746A S 2-11 ZD 3.3% 5.0 400M
1N747 S 2-11 ZD 3.6% 10 400M
IN747A s 2-11 ZD 3.6% 5.0 400M
1IN748 S 2-11 ZDb 3.9% 10 400M
IN748A S 2-11 ZD 3.9% 5.0 400M
1N749 S 2-11 ZD 4, 3% 10 400M
1N749A S 2-11 ZDh 4, 3% 5.0 400M
1N750 S 2-11 ZDh 4, 7% 10 400M
1N750A S 2-11 zZD 4.7% 5.0 400M
1N751 S 2-11 ZD 5.1% 10 400M
1N751A S 2-11 ZD 5.1% 5.0 400M
IN752 S 2-11 ZD 5.6% 10 400M
1IN752A S 2-11 ZD 5.6% 5.0 400M
IN753 S 2-11 ZD 6.2% 10 400M
IN753A S 2-11 ZD 6.2% 5.0 400M
1IN754 S 2-11 ZD 6.8% 10 400M
IN754A S 2-11 zD 6.8% 5.0 400M
1N755 S 2-11 ZD 7.5% 10 400M
IN755A S 2-11 ZD 7.5% 5.0 400M
1N756 S 2-11 Zb 8.2% 10 400M
1IN756A S 2-11 D 8.2% 5.0 400M
1N757 S 2-11 ZD g.1% 10 400M
IN757A S 2-11 ZD 9,1% 5.0 400M
1IN758 S 2-11 ZD 10.0% 10 400M
1IN758A S 2-11 ZD 10.0%* 5.0 400M
1N759 S 2-11 ZD 12.0% 10 400M
IN759A S 2-11 ZD 12.0% 5.0 400M
1N761 S 2-11 D 4.3 5.4 250M
1IN762 S 2-11 D 5.2 6.4 250M
1N763 S 2-11 ZD 6.2 8.0 250M
1N764 S 2-11 ZD 7.5 10.0 250M
1IN765 S 2-11 ZD 9.0 12.0 250M
1N766 S 2-11 ZD 11.0 14.5 250M

R—Rectifier, RD—Reference Diode, ZD— Zener Diode, GP--General Purpose, HC— High Conductance (== 20 mA @ == 1V), HS—High Speed Switch (Max t., < 0.3us),

€S —High Conductance, High Speed Switch, MS—Medium Speed Switch, PA -~ Parametric Amplifier, SP--Special Purpose.
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