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6.0/12 AMPERES FAST RECOVERY/DO-4
1N3880 100 6.0 100 150 1.0 6.0 1.4 *200
1N3881 - 200 6.0 100 150 1.0 6.0 1.4 *200
1N3883 400 6.0 100 150 1.0 6.0 1.4 *200
_ 1N3890 100 12 100 200 3.0 12 14 *200
1N3891 200 12 100 200 3.0 12 1.4 *200
1N3893 400 12 100 200 3.0 12 14 ¥200
NOTE: 1. Reverse Type = Suffix “R".
2. “*" T Test @ Ip ="1.0A, VR = 30V. )
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20/30 AMPERES FAST RECOVERY/DO-5 '
1N3900 ~ 100 20 100 250 5.0 20 1.4 *200
1N3901 200 20 100 250 5.0 20 1.4 *200
1N3903 400 20 100 250 6.0 20 1.4 *200
1N3910 100 30 100 300 1.0 30 1.4 *200
1N3911 200 30 100 300 1.0 30 1.4 *200
1N3913 400" 30 100 300 1.0 30 1.4 *200
NOTE: 1. Reverse Type = Suffix "R"".
2. "% Trr Test ® Ip = 1.0A, VR = 30V.
30 AMPERES FAST RECOVERY/TO-3P
FR3001 . 50 30 100 200 3.0 15 1.3 150
- FR3002 100 30 100 200 3.0 15 1.3 150
FR3003 200 30 100 200 3.0 15 1.3 150
FR3004 400 30 100 200 3.0 16 1.3 150 .
_ FR3005 600 30 100 200 3.0 15 1.3 250
FR3006 800 30 100 200 3.0 15 13 500
FR3007 1000 30 100 200 3.0 15 1.3 500

NOTE: Standard Type = Common Cathode, Common Anode = Suffix “’A’’, Doubler Connection = Suffix “p".

30/40 AMPERES FAST RECOVERY/TO-3
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NOTE: "1, * Trr Test @ Ig = 1.0A, Vg = 30V.
2. Standard Type = Common Cathode, Common Anode = Suffix '*A”, Doubler Connection = Suffix “D*".

3. NSR9140, TO-3WITH .060"' Lead Diameter.
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