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Passivated Rectifiers

Operating/Storage Temperature Range -65°C to +175°C

Maximum Maximum Average Maximum Forward Maximum Reverse  Maximum Forward  Maximum

Peak Rectified Current  Peak Surge Current  Current Voltage Reverse

Reverse @ HalfWave @8.3ms @ PRV @25°CTy Recovery

Voltage  Resistive Load Superimposed @25°CTs Time
Type 60Hz

PRV 1o@Ty Iem (Surge) IR Imm Vem T

Vek Aay °Cc Apx pAde Apx Vek nS
1.0 Ampere Fast Recovery Glass Passivated/D0-41 [,
FR101GP 50 1.0 55 50 5.0 10 12 150
FR102GP 100 1.0 55 50 5.0 1.0 1.2 150
FR103GP 200 10 55 50 5.0 10 1.2 150
FR104GP 400 1.0 55 50 5.0 1.0 1.2 150
FR105GP 600 1.0 55 50 5.0 1.0 12 200
FR106GP 800 1.0 75 50 5.0 10 12 200
FR107GP 1000 1.0 75 50 5.0 1.0 1.2 250
IN4933GP 50 1.0 75 30 5.0 1.0 1.2 *200
1IN4934GP 100 1.0 75 30 5.0 1.0 1.2 *200
AN4935GP 200 1.0 75 30 5.0 10 12 *200
1AN4936GP 400 1.0 75 30 5.0 10 1.2 *200
1N4937GP 600 1.0 75 30 5.0 1.0 1.2 *200
AN4942GP 200 10 55 30 5.0 1.0 1.3 150
AN4944GP 400 1.0 55 30 5.0 1.0 13 150
1N4946GP 600 1.0 55 30 5.0 1.0 13 250
NOTE: “*" Tir Test Condition: Ir = 1.0A, Vg = 30V.
3.0 Ampere Fast Recovery Glass Passivated/D0-201AD @
FR301GP 50 30 75 150 5.0 30 13 150
FR302GP 100 30 75 150 5.0 30 13 150
FR303GP 200 3.0 75 150 5.0 30 13 150
FR304GP 400 3.0 75 150 5.0 3.0 13 150
FR305GP 600 3.0 75 150 5.0 3.0 13 200
FR306GP 800 3.0 75 150 5.0 30 13 200
FR307GP 1000 3.0 75 150 5.0 3.0 1.3 250
6.0 Ampere Fast Recovery Glass Passivated/R-6
FR601GP 50 60 55 200 5.0 6.0 13 150
FRE02GP 100 60 55 200 5.0 6.0 13 150
FR603GP 200 60 55 200 5.0 6.0 13 150
FR604GP 400 6.0 55 200 5.0 6.0 13 150
FRG0SGP 600 6.0 55 200 5.0 6.0 13 250
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Glass Passivated Rectifiers

Operating/Storage Temperature Range -65°C to +175°C

Maximum  Maximum Average  Maximum Forward Maximum Reverse ~ Maximum Forward

Peak Rectified Current Peak Surge Current Current Voltage

Reverse @ Half-Wave @ 8.3ms @ PRV @ 25°C Tp

Voltage Resistive Load Superimposed @25°CTa
Type 60Hz

PRV lo@Ta Irv (Surge) Ir M Vem

Vex Any °C Apk pAdc Apx VK
1.0 Ampere Glass Passlvated/D0-41 S
1N4001GP 50 1.0 75 30 5.0 1.0 11
1N4002GP 100 1.0 75 30 5.0 10 11
1N4003GP 200 1.0 75 30 5.0 1.0 11
AN4004GP 400 10 75 30 5.0 1.0 11
1N4005GP 600 1.0 75 30 5.0 1.0 11
AN4006GP 800 1.0 75 30 50 1.0 11
AN4007GP 1000 1.0 75 30 5.0 1.0 11
3.0 Ampere Glass Passivated/D0-201AD n——

- v
DRS400GP 50 30 75 125 5.0 30 11 - 8 ;
DR5401GP 100 3.0 75 125 5.0 30 11 xw
DR5402GP 200 30 75 125 50 30 11 gs
DRS404GP 400 3.0 75 125 5.0 30 11 @ E
DRS406GP 600 30 75 125 5.0 30 11 - 89
DR5407GP 800 3.0 75 125 5.0 3.0 11 £ =
DRS408GP 1000 30 75 125 5.0 30 11 Eg
8=

6.0 Ampere Glass Passivated/R-6
DR750 50 6.0 75 250 5.0 6.0 10
DR751 100 6.0 75 250 5.0 6.0 1.0
DR752 200 6.0 75 250 5.0 6.0 1.0
DR754 400 6.0 75 250 5.0 6.0 1.0
DR756 600 6.0 75 250 5.0 6.0 1.0
DR758 800 6.0 75 250 5.0 6.0 1.0
DR7510 1000 6.0 75 250 5.0 6.0 1.0
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