XTRAGUARD® 1 — High Performance Electronics Cable

Multiconductor,
Foil Shielded

Choose XTRA*GUARD® 1 For

» Unsurpassed Flame and
Moisture Resistance

» Fast, Easy Stripping of
Insulation and Jacket

» UL Recognized and UL Listed

» Flexible Cable Routing
Requirements

Conductor: Stranded tin coated copper. Conductor Styles: 24 and 22 AWG — UL 1061, CSA AWM SR-PVC; 20, 18 and
16 AWG — UL 1007, CSA AWM PVC. Insulation: Color coded, 80°C premium polyvinylchloride. Shield:
Aluminum/polyester (25% overlap, typical), foil facing in plus stranded, tinned copper drain wire equal in size to insulated
conductors of cable. Nylon rip cord for ease of jacket stripping. Cable Styles: UL type CM, AWM 2464, CSA PCC FT4.
Operating Temperature Range: —20°C to +80°C AWM (75°C — CM). Jacket: Premium polyvinylchloride in gray or black;
stocked in gray. Cable Style: UL 2464.

300 Volt UL Type CM, AWM 2464 CSA PCC FT4

® & ©®

XTRA*GUARD® 1 Applications

» EIARS 232C Interface

» High Technology Applications
in Controlled Environments

» Point-0f-Sale Equipment

» Computer Peripherals

» Industrial Process Controls

Multiconductor, Multipair SUPRASHIELD®

Choose XTRA*GUARD® 1 For

» Unsurpassed Flame and Moisture Resistance

» Fast, Easy Stri J)pmg of Insulation and Jacket

» UL Recognized and UL Listed

» Flexible Cable Routing Requirements

» SUPRASHIELD® — Twice As Effective As Foil Shielding

XTRA*GUARD® 1 Applications

» EIARS 232C Interface (24 AWG, 22 AWG)

» High Technology Applications in Controlled Environments
» Point-0f-Sale Equipment

» Computer Peripherals

» Industrial Process Controls

Conductor: Stranded tin coated copper. Insulation: Color coded, 80°C premium polyvinylchloride 24 and 22 AWG —
UL Style 1061, CSA AWM SR-PVC; 20, 18 and 16 AWG — UL Style 1007, CSA AWM PVC.
SupraShield™: AIumlnum/po\yester/alumlnum foil with drain wire plus overall braid of tinned copper Jacket: Premium
pol yvmy\chlonde Cable Styles: UL Type CM, AWM 2464, CSA PCC FT4. Operating Temperature Range: -20°C to +80°C —
AWM (+75°C — CM). Specifications: CM rated. Jacket Colors: Gray or black; stocked in gray. Cable Style: UL 2464.

Mis | No.of N nsulati PER SPOOL/100* PER SPOOL/500* Multiconductor — 300 Volt UL Type CM, AWM 2464 CSA PCC FT4
r.’s 0. 0f AWG Strand lom. n;u ation " -
Type Cond. 0.D. | Thickness Stock EACH Stock EACH PER SPOOL/100" PER SP0OOL/500"
No. No. Mfr.’s No. of AWG Strand Nom. | Insulation Stock Stock
i 0CH 0CH
50926 2 | 24 | 732 [ 016" | o010" | 708-1062 | 114.71 | 70801063 | 569.00 Type | Cond. 0.0. | Thickness | Stoc EACH No. EACH
5093C 3 24 | 7/32 | 018 | 0010" | 708-1065 | 141.70 | 70801066 | 708.47
5094C 4 24 | 7/32 | 019" | 0010" | 708-1068 | 141.70 | 70801069 | 708.47 51120 2 24 7/32 | 018" | 0032 | 708-1200 | 161.94 | 70801201 | 800.68
5096C 6 24 | 7/32 | 021" | 0010 | 708-1071 | 168.69 | 70801072 | 836.67 5113C 3 24 7/32 | 020" | 0032 | 708-1203 | 195.68 | 70801204 | 973.86
5098C 8 24 | 7/32 | 023 | 0010 | 708-1074 | 197.92 | 70801075 | 987.36 5114C 4 24 7/32 | 021" | 0032 | 708-1206 | 206.92 | 70801207 | 1032.34
5100C 10 24 | 7/32 | 025" | 0010° | 708-1077 | 224.91 | 70801078 | 1124.55 51160 6 24 7/32 | 023" | 0032 | 708-1200 | 222.67 | 70801210 | 1113.31
510015C | 15 24 | 7/32 | 028" | 0010" | 70801080 | 323.87 | 70801081 | 1612.60 5118C 8 24 7/32 | 025 | 0032 | 70801212 | 265.38 | 70801213 | 1322.47
5100/25C | 25 24 | 7/32 | 034" | 0010" | 70801086 | 479.05 | 70801087 | 2388.55 10 24 7/32 | 027 | 0032 | 70801215 | 299.13 | 70801216 | 1495.65
5100/40C | 40 24 | 7/32 | 044 | 0010" | 70806422 | 793.93 | 70806423 | 3965.17 5120156 | 15 24 7/32 | 031" | 0032 | 70801218 | 407.08 | 70801219 | 2030.94
5100/50C | 50 24 | 7/32 | 044 | 0010" | 70806430 | 971.61 | 70806431 | 4851.30 5120/25C | 25 24 7/32 | 036" | 0032 | 70801224 | 593.76 | 70801225 | 2968.81
51920 2 22 | 7/30 | 017" | 0010" | 708-1089 | 116.95 | 70801090 | 580.26 5102C 2 22 7/30 | 020" | 0032 | 708-9761 | 173.18 | 70806500 | 859.15
51930 3 22 | 7/30 | 019' | 0010" | 708-1092 | 137.19 | 70801093 | 685.97 5103C 3 22 7/30 | 021" | 0032 | 708-9762 | 193.41 | 70806502 | 962.61
5194C 4 22 | 7/30 | 021" | 0010" | 708-1095 | 157.45 | 70801096 | 778.20 5104C 4 22 7/30 | 023" | 0032 | 708-9763 | 204.67 | 70806504 | 1021.08
5196C 6 22 | 7/30 | 023 | 0010 | 708-1098 | 195.68 | 7081099 |  973.8 5106C 6 22 7/30 | 026" | 0032 | 708-9764 | 249.66 | 70806506 | 1241.50
5198C 8 22 | 7/30 | 026" | 0.010" | 708-1101 | 222.67 | 70801102 | 1113.31 5108C 8 22 7/30 | 028" | 0032 | 70809765 | 290.13 | 70806508 | 1450.66
5199/10C | 10 22 | 7/30 | 028" | 0010" | 70801104 | 269.89 | 70801105 | 1344.95 5110C 10 22 7/30 | 030" | 0032 | 70809766 | 339.62 | 70806510 | 1693.57
5199/5C | 15 22 | 7/30 | 032" | 0010" | 70801107 | 348.62 | 70801108 | 1740.79 5110156 | 15 22 7/30 | 034" | 0032 | 70809767 | 479.05 | 70806512 | 2388.55
5199/20C | 20 22 | 7/30 | 035" | 0010° | 70801110 | 467.81 | 70801111 | 2332.31 5110/25C | 25 22 7/30 | 040" | 0032 | 70809769 | 726.46 | 70806516 | 3630.06
5199/25C | 25 22 | 7/30 | 038" | 0010" | 70801113 | 542.03 | 70801114 | 2703.41 5110/50C | 50 22 7/30 | 051" | 0010° | 70806517 | 1358.46 | 70806518 | 6785.53
5199/30C | 30 22 | 7/32 | 040" | 0010" | 70800336 | 670.22 | 70800338 | 3191.58 51520 2 20 7/28 | 023" | 0032 | 708-1227 | 200.16 | 70801228 | 998.60
5199/40C | 40 22 | 7/32 | 045 | 0010" | 70800340 | 906.39 | 70800342 | 4307.56 5153C 3 20 7/28 | 026' | 0032 | 708-1230 | 229.42 | 70801231 | 1138.05
5199/70C | 70 22 | 7/32 | 062° | 0010" | 70800344 | 1569.86 | 70800346 | 7469.15 5154C 4 20 7/28 | 028" | 0032 | 708-1233 | 249.66 | 70801234 | 1241.50
5462C 2 20 | 7/28 | 021" | 0010" | 708-1116 | 134.95 | 70801117 | 672.49 5156C 6 20 7/28 | 032' | 0032 | 70801236 | 326.11 | 70801237 | 1623.86
5463C 3 20 | 7/28 | 024" | 0017 | 708-1119 | 157.45 | 70801120 | 778.20 5158C 8 20 7/28 | 035 | 0032 | 70801239 | 357.61 | 70801240 | 1785.78
5464C 4 20 | 7/28 | 026° | 0017 | 708-1122 | 179.93 | 70801123 | 892.89 5160C 10 20 7/28 | 037" | 0032 | 70801242 | 445.31 | 70801243 | 2226.60
54660 6 20 | 7/28 | 029 | 0017 | 708-1125 | 222.67 | 70801126 | 1113.31 5160/15C | 15 20 7/28 | 043" | 0032 | 70801245 | 629.75 | 70801246 | 3141.99
5468C 8 20 | 7/28 | 032" | 0017 | 708-1128 | 260.90 | 70801129 | 1299.99 5160/20C | 20 20 7/28 | 048" | 0032 | 70801248 | 787.17 | 70801249 | 3931.43
5470C 10 20 | 7/28 | 035" | 0017 | 708-1131 | 326.11 | 70801132 | 1623.86 5160/25C | 25 20 7/28 | 052' | 0017 | 70801250 | 969.37 | 70801251 | 4846.82
547015C | 15 20 | 7/28 | 041" | 0017 | 70801134 | 438.58 | 70801135 | 2192.88 5162C 2 18 16/30 | 0.25° | 0.032 | 708-1254 | 224.91 | 70801255 | 1124.55
5470/20C | 20 20 | 7/28 | 046 | 0.017" | 70801137 | 562.26 | 70801138 | 2806.88 5163C 3 18 16/30 | 0.28° | 0032 | 70806415 | 263.14 | 70806416 | 1311.23
5470/50C | 50 20 | 7/32 | 071 | 0.017" | 70806424 | 1484.41 | 70806425 | 7417.54 5164C 4 18 16/30 | 0.31° | 0032 | 70801260 | 294.64 | 70801261 | 1473.17
53820 2 18 | 16/30 | 0.23" | 0.017° | 708-1143 | 157.45 | 70801144 | 753.45 5166 18 16/30 | 0.35° | 0.032 | 70801263 | 389.09 | 70801264 | 1936.47
5383C 3 18 | 16/30 | 0.26" | 0.017° | 708-1146 | 191.17 | 70801147 | 951.37 5170C 10 18 16/30 | 0.41° | 0032 | 70801269 | 564.53 | 70801270 | 2818.12
5384C 4 18 | 16/30 | 0.29" | 0.017° | 708-1149 | 204.67 | 70801150 | 1021.08 5170/20C | 20 18 16/30 | 053" | 0.017" | 70806426 | 1027.83 | 70806427 | 5136.94
5386C 6 18 | 16/30 | 0.33" | 0.017° | 70801152 | 272.14 | 70801153 | 1358.46 5170/25C | 25 18 16/30 | 0.62° | 0.032" | 70800304 | 1284.24 | 70800305 | 6412.19
5388C 8 18 | 16/30 | 0.36" | 0.017° | 70801155 | 353.10 | 70801156 | 1763.29 5170/30C | 30 18 16/30 | 0.67° | 0017 | 70806428 | 1488.91 | 70806429 | 7444.51
5390C 10 18 | 16/30 | 0.39" | 0.017" | 70801158 | 404.84 | 70801159 | 2017.44 51720 2 16 19/29 | 0.28° | 0032 | 70801272 | 258.65 | 70801273 | 1288.73
539015C | 15 18 | 16/30 | 0.45' — 70800255 | 578.01 | 70800256 | 2887.84 5176C 6 16 19/29 | 0.39° | 0032 | 70801281 | 492.56 | 70801282 | 2458.26
5390/20C | 20 18 | 16/30 | 0.51" — 70800258 | 753.45 | 70800259 | 3758.25 5178C 8 16 19/29 | 043 | 0032 | 70801284 | 654.49 | 70801285 | 3270.20
5390/25C | 25 18 | 16/30 | 0.56" — 70800261 | 964.86 | 70800262 | 4823.09 5180/25C | 25 16 | 19/0.0117 | 0.71" | 0.017" | 70801286 | 1772.29 | 70801287 | 8859.21
EERER RN FE
5390/5 5 79" 017 | 7 5 7|7 54 | 95297 M
528%600 6(2] ]2 }ggg 821 0.017" 733%02%56 2,1,;}17 73333223 11;6;1,_26 Multipair — 300 Volt UL Type CM, AWM 2464 CSA PCC FT4
5 /: 25" — 708-0264 A7 | 1 5 51.37 ¥
5363C 3 | 16 | 1920 | 027" | — | 70800267 | 242.90 | 70800268 | 1207.76 dee 1104 v e | | Toedaen | 16134 | T0agozel | Sooss
5364C 4 16 | 19729 | 0.29" — 70800270 | 272.14 | 70800271 | 1960.81 59750 5 %4 73 | 030 _ e ™ | 70800287 | 176329
Sae6e § | 18 | 19| 038 — | Toe00zrs | 1934 Toeacers | jee.re 5279/5C | 15 | 24 732 | 043 | — | 70800289 | 739.95 | 70800290 | 3699.76
- - 5121C 1 22 7/30 | 0.20 — 708-0292 | 164.18 | 70800293 | 811.92
51220 2 22 7/30 | 0.25' — 708-0295 | 222.67 | 70800296 | 1113.31
600 Volt UL AWM 2501 CSA AWM | A/B Il A/B FT4 51230 3 22 7/30 | 0.28" — 70800298 | 281.13 | 70800299 | 1403.44
5124C 4 22 7/30 | 031 — 70800301 | 323.87 | 70800302 | 1612.60
5430/2 2 18 | 16/30 | 0.35" — 708-0245 | 173.18 | 70800246 |  859.15 52960 6 20 7/28 | 044" | 0017 | 70800364 | 564.53 | 70800366 | 2683.93
5430/3 3 18 | 16/30 | 0.37" — 70800248 | 249.66 | 70800249 | 1241.50 5132C 2 18 16/30 | 0.36" | 0.017" | 70800330 | 326.11 | 70800332 | 1546.52
Multiconductor, SUPRASHIELD® Multiconductor — 600 Volt UL AWM 2501, CSA AWM | A/B Il A/B FT4
e No.of " nsulti PER SPOOL/100' PER SPOOL/500'
- r.’s 0. 0f lom. nsulation
@ @ Type | Cond. | AWG | Stand | gn" | Thickness | Stock | oy Stock | pach
No. No.
@ 5504 4 22 | 7/30.000 | 041" | 0032 | 70801290 | 339.62 | 7081291 | 1693.57
5507 7 22 | 7/30.000 | 048" | 0032 | 70801296 | 445.31 | 70801297 | 2226.60
5514 4 20 | 7/28.000 | 0.42° | 0032 | 70801299 | 373.34 | 7081300 | 1866.76
5517 7 20 | 7/30.000 | 050" | 0.032 | 70801305 | 533.03 | 70841306 | 2656.18
5519 9 20 | 7/30.000 | 054' | 0032 | 70801292 | 645.50 | 70801293 | 3222.96
5522 2 18 | 16/30.000 | 0.38" | 0.032" | 708-1301 | 240.66 | 70801302 | 1194.28
5523 3 18 | 16/30.000 | 0.40° | 0.032" | 7081303 | 348.62 | 70801304 | 1740.79
5524 4 18 | 16/30.000 | 045" | 0.032" | 70801308 | 440.82 | 70801309 | 2204.12
5525 5 18 | 16/30.000 | 048" | 0.032" | 7081311 | 517.28 | 70801312 | 2586.45
Choose XTRA®GUARD® 1 for XTRASGUARD® Applications 5527 7 18 | 16/30.000 | 053 | 0032 | 70801313 | 629.75 | 70801314 | 3141.99
» Unsurpassed Flame and Moisture Resistance » EIARS 232C Interface (22 AWG) 55§§ § ]g ]g/ggw gﬁg ggg% 733“];%5 zgg.sg 733”];%2 ;ggg“]
> lFlﬁl asySlr:ipangl?ﬂlilsulglmnandJacket > Eigh Technology Applications in Controlled 55 /0.0117 | 0. . 70801325 | 420.5 7080 A
> ecognized an iste nvironments 0 g
» SUPRASHIELD® — Twice As Effective As Foil > Point-0f-Sales Equipment e 4] 18 | 130017 | o8| 0%z | T0BAIST | Sei.02 | T0BmISiS | 2l
Shieldin » Computer Peripherals Y ‘59" ‘030" K X
9 e el ol 5539/12 12 16 | 1900117 | 0.69' | 0.032" | 70801335 | 1243.75 | 70801336 | 6214.27
» FCC Docket 20780 Applications 5542 2 14 | 41/30.000 | 043" | 0032 | 70801327 | 386.85 | 70801328 | 1925.23
Conductor: Stranded tinned copper. Insulation: Color coded, 105°C premium PVC. Shield: SUPRASHIELD®, 2243 3 | 1414130000 | 0457 00327 | 70801329 | 557.78 | 70801330 | 2784.38
0 | ODOBT TSt i R LA 5544 4 14 | 41/30.000 | 051" | 0.032" | 70801331 | 703.96 | 70801332 | 3513.10
aluminum/polyester/aluminum foil with drain wire, plus overall braid of tinned copper. Jacket: Extra-premium grade PVC. 5547 7 14| 41/30.000 | 061" 0.032" 70801333 | 1048.07 | 70801334 | 5240.39
Cable Styles: UL AWM style 2501, CSA AWM | A/B || A/B FT4. Operating Temperature: —20°C to +105°C. Jacket Color: Gray. . . . - -

Letter “Q” In Stock Number Indicates Direct Factory Shipment To You
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