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.100” (2.54 mm) Contact
3400 Series “TERMACON”

For 18-24 AWG WIRE SIZE
(MAX. INSULATION DIAMETER .11)

Tin Plated
3400-111 Loose style
3400-112 Chain style

Gold Plated
3402 - 111 Loose style
3402 - 112 Chain style

Selective Gold
3408 - 112 Chain style (.000015)
340F - 112 Chain style (.000030)

For 22-28 AWG WIRE SIZE
(MAX. INSULATION DIAMETER .075)

Tin Plated
3400-113 Loose style
3400-114 Chain style

Gold Plated
3402 - 113 Loose style
3402 - 114 Chain style

Selective Gold
3408 - 114 Chain style (.000015)
340F - 114 Chain style (.000030)

3400 Series crimp contacts are designed specifi cally to crimp 28 - 18 gauge wire, depending on contact 
specifi ed.  Available on reels for high volume or loose style for low volume or repair work.  These contacts are 
required to produce complete 3300 and 3500 Series assemblies.

PART NUMBER LEGEND

34XX-11X
                                 CRIMP SIZE

1= 18-24 AWG (LOOSE FORM)
2 = 18-24 AWG (CHAIN FORM)
3 = 22-28 AWG (LOOSE FORM)
4 = 22-28 AWG (CHAIN FORM)

                                 CONTACT FINISH (SEE NOTE 2)
                                 CONTACT MATERIAL (SEE NOTE 1)

APPLICATION TOOLING

Datasheet.Live

http://www.methode.com/connector/pdfs/156_crimping.pdf

