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.100” (2.54 mm) Contact
1400 Series, “TERMACON”

Standard Contacts
Recommended for 1300-0XX, 1300-1XX, and 
1300-2XX series crimp receptacles

Tin Plated
14X0 - 113 Loose style
14X0 - 114 Chain Style

Gold Plated
14X2 - 113 Loose style
14X2 - 114 Chain style

Selective Gold Plated
14X8 - 113 Chain style (.000015)
14XF - 114 Chain style (.000030)

Recommended for
1500 series card edge style receptacles

Tin Plated
14X0 - 213 Loose style
14X0 - 214 Chain Style

Gold Plated
14X2 - 213 Loose style
14X2 - 214 Chain style

Selective Gold
14X8 - 213 Chain style (.000015)
14XF - 214 Chain style (.000030)

1400 Series crimp contacts are designed specifi catlly to crimp 22 - 28 gauge wire.  These contacts are required to 
produce complete assemblies of 1300 and 1500 series connector housings.

Anti-Tangle Contact
Recommended for 1300-3XX, 1300-4XX, and 
1300-5XX series crimp receptacles

Tin Plated Anti-tangle
14X0 - 312 Loose style
14X0 - 314 Chain Style

Gold Plated Anti-tangle
14X2 - 312 Loose style
14X2 - 314 Chain style

Selective Gold Plated Anti-tangle
14X8 - 314 Chain style (.000015)

Tin Plated Anti-tangle with
high pressure/point contact
14X0 - 412 Loose style
14X0 - 414 Chain Style

Gold Plated Anti-tangle with
high pressure/point contact
14X2 - 412 Loose style
14X2 - 414 Chain style

Selective Gold Anti-tangle with
high pressure/point contact
14X8 - 414 Chain style (.000015)
14XF - 414 Chain style (.000030)

P/N 14XX-2XX

P/N 14XX-1XX

APPLICATION TOOLING
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