8 mm (0.31 inch) Ultra Mini Seven Segment Displays

Page
Device PN Description Color Typical |, No.
HDSP-U001 | Common Anode Right Hand Decimal, Light Gray Surface, O Red 100 ped | 3-58
HDSP-U003 | Common Cathode Right Hand Decimal, Light Gray Surface, O @20mA
HDSP-UO11 | Common Anode Right Hand Decimal, Black Surface, A
HDSP-U013 | Common Cathode Right Hand Decimal, Black Surface, A
9 HDSP-U101 | Common Anode Right Hand Decimal, Light Gray Surface, O AlGaAs 600 ped
HDSP-U103 | Common Cathode Right Hand Decimal, Light Gray Surface, O | Red @ 1mA
HDSP-U111 | Common Anode Right Hand Dectmal, Black Surface, A
HDSP-U113 { Common Cathode Right Hand Decimal, Black Surface, A
HDSP-U201 | Common Anode Right Hand Decimal, Light Gray Surface, O High 980 ped
HDSP-U203 | Common Cathode Right Hand Decimal, Light Gray Surface, O | Efficiency [ @ 5mA
HDSP-U211 | Common Anode Right Hand Decimal, Black Surface, A Red
HDSP-U213 | Common Cathode Right Hand Decimal, Biack Surface, A
HDSP-U301 | Common Anode Right Hand Decimal, Light Gray Surface, O Yellow 480 1ed
HDSP-U303 | Common Cathode Right Hand Decimal, Light Gray Surface, O @ 1mA
HDSP-U311 | Common Anode Right Hand Decimal, Black Surface, A
HDSP-U313 | Common Cathode Right Hand Decimal, Black Surface, A
HDSP-U501 | Common Anode Right Hand Decimal, Dark Gray Surface, A Green 300 med
HDSP-U503 | Common Cathode Right Hand Decimal, Dark Gray Surface, A @ 10mA
HDSP-U511 | Common Anode Right Hand Decimal, Black Surface, A
HDSP-U513 | Common Cathode Right Hand Decimal, Black Surface, A
8.0mm (0.31in) HDSP-U401 | Common Anode Right Hand Decimal, Light Gray Surface, O Orange 980 ped
Duakin-line HDSP-U403 | Common Cathode Right Hand Decimal, Light Gray Surface, O @5mA
0.43"Hx0.28'W HDSP-U411 | Common Anode Right Hand Decimal, Black Surface, A
x020°'D HDSP-U413 | Common Cathode Right Hand Decimal, Black Surface, A

O = segment is not tinted
A = segment is tinted
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Black Surface Seven Segment Displays

0.51"Hx0.39"W x0.25"D

Decimal, A

Page
Device PN Description Color Typleal |, No.
HDSP-A011 |Common Anode Right Hand Decimal, A Red 1100 icd @ 20 mA | 3-18
: : HDSP-A013 | Common Cathode Right Hand Decimal, A
+ 8 : HDSP-A211 | Common Anode Right Hand Decimal, A High Efficiency | 980 pcd @ 5 mA
T = HDSP-A213 | Common Cathode Right Hand Decimal, A Red
7.62 mm (0.30 in.)‘ HDSP-A111 |Common Anode Right Hand Decimal, A AlGaAsRed [ 600 pcd @ 1 mA
Micro Bright HDSP-A113 |Common Cathode Right Hand Decimal, A
Dual-in-Line HDSP-A511 | Common Anode Right Hand Decimal, A Green 3000 ed @ 10 mA
05"Hx0.3"W x0.24"D HDSP-A513 | Common Cathode Right Hand Decimal, A
HDSP-FO11 | Common Anode Right Hand Decimal, A Red 1200 ped @ 20 mA
HOSP-F013 | Common Cathode Right Hand Decimal, A
HDSP-F211 | Common Anode Right Hand Decimal, A High Efficiency { 1200 ped @ 5 mA
ol HDSP-F213 | Common Cathode Right Hand Decimal, A Red
HDSP-F111 |Common Anode Right Hand Decimal, A AlGaAsRed | 650 pucd @ 1 mA
HDSP-F113 |Common Cathode Right Hand Decimal, A
HDSP-F161 |Common Anode Right Hand Decimal, A AlGaAs Red | 15.0 med @ 20 mA
10.16 mm (0.40 in)) HDSP-F163 | Common Cathode Right Hand Decimal, A
Dual-in-Line (Single Digit) HDSP-F511 | Common Anode Right Hand Decimal, A Green 3500 pcd @ 10 mA
0.51"Hx0.39"W x0.25"D | HDSP-F513 | Common Cathode Right Hand Decimal, A
HDSP-G011 | Two Digit Common Anode Right Hand Decimal, A | Red 1200 ped @ 20 mA
HDSP-G013 | Two Digit Common Cathode Right Hand
Decimal, A
° ° HDSP-G211 | Two Digit Common Anode Right Hand Decimal, A | High Efficiency | 1200 ped @ 5 mA
HDSP-G213 | Two Digit Common Cathode Right Hand Red
Decimal, A
HDSP-G111 | Two Digit Common Anode Right Hand Decimal, A | AlGaAs Red | 650 ucd @ 1 mA
HDSP-G113 | Two Digit Common Cathode Right Hand
Decimal, A
HDSP-G161 | Two Digit Common Anode Right Hand Decimal, A | AlGaAs Red | 15.0 med @ 20 mA
HDSP-G163 | Two Digit Common Cathode Right Hand
Decimal, A
10.16 mm (0.40 in.) HDSP-G511 | Two Digit Common Anode Right Hand Decimal, A | Green 3500 ued @ 10mA
Dual-in-Line (Dual Digit) HOSP-G513 | Two Digit Common Cathode Right Hand

O = segment is not tinted
A = segment is tinted
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Black Surface Seven Segment Displays (cont.)

Page
Device PN Description Color Typical |, | No.
HDSP-HO11 | Common Anode Right Hand Decimal, A Red 1300 ped | 3-18
HDSP-H013 | Common Cathode Right Hand Decimal, A @20mA
HDSP-H211 | Common Anode Right Hand Decimal, A High 2800 ypcd
HDSP-H213 | Common Cathode Right Hand Decimal, A Efficiency Red | @ 10 mA
HDSP-H111 | Common Anode Right Hand Decimal, A AlGaAs 700 ped
HDSP-H113 | Common Cathode Right Hand Decimal, A Red @1tmA
14.2 mm (0.56 in.)
Dual-in-Line {Single Digit) HDSP-H161 | Common Anode Right Hand Decimal, A AlGaAs 16.0 med
0.67'Hx049"W x031"D HDSP-H163 | Common Cathode Right Hand Decimal, A Red @20 mA
HDSP-H511 | Common Anode Right Hand Decimal, A Green 2500 ped
HDSP-H513 | Common Cathode Right Hand Decimal, A @ 10mA
HDSP-K011 | Two Digit Common Anode Right Hand Decimal, A | Red 1300 ped
Tt T A HDSP-K013 | Two Digit Common Cathode Right Hand Decimal, A @20 mA
HDSP-K211 | Two Digit Common Anode Right Hand Decimal, A | High 2800 pecd
o o HDSP-K213 | Two Digit Common Cathode Right Hand Decimal, A | Efficiency Red | @ 10mA
HDSP-K111 | Two Digit Common Anode Right Hand Decimal, A | AiGaAs 700 ped
HOSP-K113 | Two Digit Common Cathode Right Hand Decimal, A | Red 1mA
14,2 mm (0.56 in.)
Dual-in-Line (Dual Digit) HDSP-K511 | Two Digit Common Anode Right Hand Decimal, A | Green 2500 ped
0.67"Hx1.0°W x0.31"D HDSP-K513 | Two Digit Common Cathode Right Hand Decimal, A @ 10 mA

0 = segment is not tinted
A = segment is tinted
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Low Current Seven Segment Displays

Device

PN

Description

Color

Typical |,

Page
No.

- + + 4 +
% 4T 4
+-U'-C5L_~+
OQ%

+ ++ 4+ 4

+
+

7.62 mm (0.30 in.)

Micro Bright

Dual-in-Line
05"Hx03"W x024'D

HDSP-A101
HDSP-A103
HDSP-A107

HDSP-A108

Common Anode Right Hand Decimal,
Light Gray Surface, O

Common Cathode Right Hand Decimal,
Light Gray Surface, O

Common Anode 1. Overflow,
Light Gray Surface, O

Common Cathode 1. Overflow,
Light Gray Surface, O

AlGaAs Red

600 pcd @ 1 mA

HDSP-7511
HDSP-7513
HDSP-7517

HDSP-7518

Common Anode Right Hand Decimal,
Light Gray Surface, O

Common Cathode Right Hand Decimal,
Light Gray Surface, O

Common Anode 1. Overflow,
Light Gray Surface, O

Common Cathode +1. Overflow,
Light Gray Surface, O

High
Efficiency
Red

270 ped @ 2 mA

HDSP-AB01
HDSP-A803
HDSP-AB07

HDSP-A808

Common Anode Right Hand Decimal,
Light Gray Surface, O

Common Cathode Right Hand Decimal,
Light Gray Surface, O

Common Anods +1. Overflow,
Light Gray Surface, O

Common Cathode 1. Overflow,
Light Gray Surface, O

Yellow

420 pcd @ 4mA

HDSP-AS01
HDSP-A903
HDSP-A907

HDSP-A908

Comman Anode Right Hand Decimal,
Dark Gray Surface, A

Common Cathode Right Hand Decimal,
Dark Gray Surface, A

Common Anode +1. Overfiow,
Dark Gray Surface, A

Common Cathode 1. Overflow,
Dark Gray Surface, A

Green

475ucd @ 4 mA

10.16 mm (0.40 in.)
Dual-in-Line (Single Digit)
0.51"Hx0.39"W x0.25"D

HDSP-F101

HDSP-F103

HDSP-F107

HDSP-F108

HDSP-G101

HDSP-G103

Common Anode Right Hand Decimal,
Light Gray Surface, O

Common Cathode Right Hand Decimal,
Light Gray Surface, O

Common Anode +1. Overflow,
Light Gray Surtace, O

Common Cathode +1. Overflow,
Light Gray Surface, O

Two Digit Common Anode Right Hand Decimal,
Light Gray Surface, O

Two Digit Common Cathode Right Hand Decimal,
Light Gray Surfacs, O

AlGaAs Red

650 pcd @ 1 mA

3-28

O = segment is not tinted
A =segment is tinted




Low Current Seven Segment Displays (cont.)

Page
Device PN Description Color Typical I, No.
HDSP-E100 | Common Anode Left Hand Decimal, AlGaAsRed | 650pucd @ 1mA | 3-28
v : N Light Gray Surface, O
i ﬁ L , /M |HDSP-E101 | Common Anade Right Hand Dacimal,
M i‘:”: W l]* Light Gray Surface, O
et + |+ o] | HDSP-E103 | Common Cathode Right Hand Decimal,
# * Light Gray Surface, O
HDSP-E108 | Universal +1. Overflow, Light Gray Surfacs, O
HDSP-3350 | Common Anode Right Hand Decimal, High 300 ped @ 2 mA
Red Surfacs, A Efficiency
HDSP-3351 | Common Cathode Right Hand Decimal, Red
10.92 mm (0.43 in.} Red Surface, A
Dual-in-Line HDSP-3353 { Common Anode 1. Overflow, Red Surface, A
075" Hx05"Wx0.25'D HDSP-3356 | Common Cathode +1. Overflow, Red Surface, A
m—— —— HDSP-H101 | Common Anode Right Hand Decimal, AlGaAs Red | 700 ucd @ 1 mA
r.(’:D[’ N Light Gray Surface, O
Q: / # v HDSP-H103 | Common Cathode Right Hand Decimal,
= — U ) Light Gray Surface, O
f@g o] |...Yo] |HDSP-H107 | Common Anode +1. Overtiow,

Light Gray Surface, O

HDSP-H108 | Common Cathode 1. Overflow,

Light Gray Surface, O

HOSP-K121 | Two Digit Common Anode Right Hand Decimal,
Light Gray Surface, O

HDSP-K123 | Two Digit Common Cathode Right Hand Decimal,
Light Gray Surface, O

HDSP-5551 | Common Anode Right Hand Decimal, High 370 ped @ 2mA
Light Gray Surface, O Efficiency
HDSP-5553 | Common Cathode-Right Hand Decimal, Red

Light Gray Surface, O

HDSP-5557 | Common Anode 1. Overflow,

Light Gray Surface, O

HDSP-5558 | Common Cathode +1. Overfiow,

Light Gray Surface, O

HDSP-K701 | Two Digit Common Anode Right Hand Decimal,

14.2mm (0.56 in.) Light Gray Surface, O
Dual-in-Line (Single Digit) HDSP-K703 | Two Digit Cammon Cathode Right Hand Decimal,
0.67"Hx0.49"Wx0.31"D Light Gray Surface, O

HDSP-N100 | Common Anode Left Hand Decimal, AlGaAs Red | 590 ped @ 1 mA
¥ | : Light Gray Surface, O
+ IR i U; HDSP-N101 | Common Anode Right Hand Decimal,
i Mk Light Gray Surface, O
=H It v HDSP-N103 | Common Cathode Right Hand Decimal,

Light Gray Surtace, O

HDSP-N105 | Common Cathode Left Hand Decimal,
20 mm {0.8in.) Light Gray Surface, O
Dual-in-Line HDSP-N106 | Universal +1. Overflow,
1.09"Hx0.78°Wx 033" D Light Gray Surface, O

0O = segment is not tinted
A = segment is tinted
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Seven Segment Displays

Device

PN

Description

Color

Typical I,

Page
No.

N
h +| +cfly Fg
+'5{ £'+ -+ ,;'v
KRS A
+ H + +

7.62mm (0.3in.)

Micro Bright

Dual-in-Line
05"Hx03"Wx024"D

HDSP-7301
HDSP-7302
HDSP-7303
HDSP-7304

HDSP-7307
HDSP-7308

Common Anode Right Hand Decimal,
Light Gray Surface, O
Common Anode Right Hand Decimal, Colon,
Light Gray Surface, O
Commeon Cathode Right Hand Decimal,
Light Gray Surface, O
Common Cathode Right Hand Decimal, Colon,
Light Gray Surface, O
Common Anode +1. Overflow, Light Gray Surface, O
Common Cathode +1. Overflow, Light Gray Surface, O

Red

1100 cd
@ 20 mA

HDSP-A151
HDSP-A153

HDSP-A157
HDSP-A158

Common Anode Right Hand Decimal,
Light Gray Surtace, O
Common Cathode Right Hand Decigal,
Light Gray Surface, O
Common Anode +1. Overflow, Light Gray Surface, O
Common Cathode 1. Overflow, Light Gray Surface, O

AlGaAs Red

14 med
@20mA

HDSP-7501
HDSP-7502
HDSP-7503
HDSP-7504

HDSP-7507
HDSP-7508

Common Anode Right Hand Decimal,
Light Gray Surface, O
Common Anode Right Hand Decimal, Colon,
Light Gray Surface, O
Common Cathode Right Hand Decimal,
Light Gray Surface, O
Common Cathode Right Hand Decimal, Colon,
Light Gray Surface, O
Common Anode 1. Overflow, Light Gray Surface, O
Common Cathode +1. Overflow, Light Gray Surface, O

High
Efficiency
Red

980 ped
@ 5mA

HDSP-7401
HDSP-7402
HDSP-7403
HDSP-7404

HOSP-7407
HDSP-7408

Common Anode Right Hand Decimal,
Light Gray Surface, O
Common Anode Right Hand Decimal, Colon,
Light Gray Surface, O
Common Cathode Right Hand Decimal,
Light Gray Surface, O
Common Cathode Right Hand Decimal, Colon,
Light Gray Surface, O
Common Anode +1. Overflow, Light Gray Surface, O
Common Cathode 1. Overflow, Light Gray Surface, O

Yellow

480 pcd
@ 5mA

HDSP-7801
HDSP-7802
HDSP-7803
HDSP-7804

HDSP-7807
HDSP-7808

Common Anode Right Hand Decimal,
Dark Gray Surface, A
Common Anode Right Hand Decimal, Colon,
Dark Gray Surface, A
Common Cathode Right Hand Decimal,
Dark Gray Surface, A
Common Cathode Right Hand Decimal, Colon,
Dark Gray Surface, A
Common Anade +1, Overflow, Dark Gray Surface, A
Common Cathode +1. Overflow, Dark Gray Surfacs, A

Green

3000 ped
@ 10mA

3-66

O = segment is not tinted
A = segment is tinted




Seven Segment Displays (cont.)

Device

PN

Description

Color

Typical |,

No.

|+ w&-__b,.

SRR ;
‘#‘.—)ﬁ’ *—q
e u

10.16 mm (0.4 in.)
Dual-In-Line (Single Digit)
0.51"Hx0.33"Wx0.25"D

IR

84

LRI I

10.16 mm (0.4 in.)
Dual-in-Line (Two Digit
0.67"Hx0.90"Wx0.25"D

HDSP-FQO1
HDSP-F03

HDSP-F007
HDSP-FO08
HDSP-G0O01

HDSP-G003

Common Anode Right Hand Decimal, Light Gray Surface, O
Common Cathode Right Hand Decimal,

Light Gray Surface, O
Common Anode £1. Overtlow, Light Gray Surface, O
Common Cathode +1. Overflow, Light Gray Surface, O
Two Digit Common Anode Right Hand Decimal,

Light Gray Surface, O
Two Digit Common Cathode Right Hand Decimal,

Light Gray Surface, O

Red

1200 pcd
@20mA

HDSP-F151
HDSP-F153

HDSP-F157
HDSP-F158
HDSP-G151

HDSP-G153

Common Anode Right Hand Decimal, Light Gray Surface, O
Common Cathode Right Hand Decimal,

Light Gray Surface, O
Common Anode.+1. Overflow, Light Gray Surtace, O
Common Cathode 11. Overflow, Light Gray Surfacs, O
Two Digit Common Anode Right Hand Decimal,

Light Gray Surface, O
Two Digit Common Cathode Right Hand Decimal,

Light Gray Surface, O

AlGaAs
Red

15.0 med
@20mA

HDSP-F201
HDSP-F203

HDSP-F207
HDSP-F208
HDSP-G201

HDSP-G203

Common Anode Right Hand Decimal, Light Gray Surface, O
Common Cathode Right Hand Decimal,

Light Gray Surface, O
Common Anode £1. Overflow, Light Gray Surface, O
Common Cathode +1. Overflow, Light Gray Surface, O
Two Digit Common Anode Right Hand Decimal,

Light Gray Surface, O
Two Digit Common Cathode Right Hand Decimal,

Light Gray Surface, O

High
Efficiency
Red

1200 ped
@5mA

HDSP-F401
HDSP-F403

HDSP-F407
HDSP-F408
HDSP-G401

HDSP-G403

Common Anode Right Hand Decimal, Light Gray Surface, O
Common Cathode Right Hand Decimal,

Light Gray Surface, O
Common Anode +1. Overflow, Light Gray Surface, O
Common Cathode +1. Overflow, Light Gray Surface, O
Two Digit Common Anode Right Hand Decimal,

Light Gray Surface, O -
Two Digit Common Cathode Right Hand Decimal,

Light Gray Surface, O

Orange

1200 pcd
@ 5mA

HDSP-F301
HDSP-F303

'HDSP-F307

HDSP-F308
HDSP-G301

HDSP-G303

Common Anode Right Hand Decimal, Light Gray Surface, O
Common Cathode Right Hand Decimal,

Light Gray Surface, O
Common Anode +1. Overflow, Light Gray Surface, O
Common Cathode +1. Overflow, Light Gray Surface, O
Two Digit Common Anode Right Hand Decimal,

Light Gray Surface, O
Two Digit Common Cathode Right Hand Decimal,

Light Gray Surface, O

Yeliow

800 ucd
@5mA

HDSP-F501
HDSP-F503

HDSP-F507
HDSP-F508
HDSP-G501

HDSP-G503

Common Anade Right Hand Decimai, Dark Gray Surface, A
Common Cathode Right Hand Decimal,

Dark Gray Surface, A
Common Anode +1. Overflow, Dark Gray Surface, A
Common Cathode +1. Overflow, Dark Gray Surface, A
Two Digit Common Anode Right Hand Decimal,

Dark Gray Surface, A
Two Digit Common Cathode Right Hand Decimal,

Dark Gray Surface, A

Green

3500 ped
@ 10mA

3-74

O = segment is not tinted
A = segment is tinted




Seven Segment Displays (cont.)

Page
Device PN Description Color [ Typlcall [ No.
5082-7730 | Common Anode Left Hand Decimal, Black Surface, A Red T0pcd | 3-50
. . . . 5082-7731 | Common Anode Right Hand Decimal, Black Surface, A @20mA
: ﬂ:[/; % I 5082-7740 | Common Cathode Right Hand Decimal, Black Surface, A
J0| |7 0| | 5082-7736 | Universal +1. Overflow, Right Hand Decimal, Black Surface, A
) ) . - 5082-7610 | Common Anode Left Hand Decimal, Red Surface, A High 800 pcd
5082-7611 | Common Anode Right Hand Decimal, Red Surface, A Efficiency | @ 5mA
5082-7613 | Common Cathode Right Hand Decimal, Red Surface, A Red
5082-7616 | Universal 1. Overfiow, Right Hand Decimal, Red Surface, A
5082-:7620 | Common Anode Left Hand Decimal, Yellow Surface, A Yellow 620 pcd
5082-7621 | Common Anode Right Hand Decimal, Yellow Surface, A @5mA
5082-7623 | Common Cathode Right Hand Decimal, Yellow Surface, A
5082-7626 | Universal +1. Overfiow, Right Hand Decimal, Yellow Surface, A
HDSP-3600 | Common Anode Left Hand Decimal, Dark Gray Surface, A Green 2700 pcd
HDSP-3601 | Common Anode Right Hand Decimal, Dark Gray Surface, A @ 10mA
7.62mm (0.3 in.) HOSP-3603 | Common Cathode Right Hand Decimal, Dark Gray Surface, A
Duat-in-Line HOSP-3606 | Universal +1. Overflow, Right Hand Decimal,
0.75"Hx04"Wx0.18'D Dark Gray Surface, A
5082-7750 | Common Ancde Left Hand Decimal, Red Surface, A Red 1100 ped
5082-7751 | Common Anode Right Hand Decimal, Red Surface, A @20mA
5082-7760 | Common Cathode Right Hand Decimal, Red Surface, A
+ 1K ] | 5082-7756 | Universal +1. Overfiow, Right Hand Decimal, Red Surface, A
. ”‘Z’[[ v g [ [HDSP-E150 | Common Anode Left Hend Decimal, Light Gray Surface, 0 | AiGaAs | 15.0 mod
1= HDSP-E151 | Common Anode Right Hand Decimal, Light Gray Surface, O | Red @ 20mA
. ﬂmﬂ Nl l] 1 |HDSP-E153 | Common Cathode Right Hand Decimal, Light Gray Surface, O
? el |- +| |HDSP-E156 | Universal +1. Overflow, Right Hand Decimal,
Light Gray Surface, O
5082-7650 | Common Anode Left Hand Decimal, Red Surface, A High 1115 ped
5082-7651 | Common Ancde Right Hand Decimal, Red Surface, A Efficiency | @ 5mA
5082-7653 | Common Cathode Right Hand Decimal, Red Surface, A Red
5082-7656 | Universal +1. Overflow, Right Hand Decimal, Red Surface, A
5082-7660 | Common Anade Left Hand Decimal, Yellow Surface, A Yellow 835 pcd
5082-7661 | Common Anode Right Hand Decimal, Yellow Surface, A @5mA
5082-7663 | Common Cathode Right Hand Decimal, Yellow Surface, A
5082-7666 | Universal +1. Overflow, Right Hand Decimal, Yellow Surface, A
HDSP-4600 | Common Anode Left Hand Decimal, Dark Gray Surface, A Green 4000 pcd
HDSP-4601 | Common Anode Right Hand Decimal, Dark Gray Surface, A @ 10mA
10.92 mm (0.43 in.) HDSP-4603 | Common Cathode Right Hand Decimal, Dark Gray Surface, A
Dual-in-Line HDSP-4606 | Universal 1. Overflow, Right Hand Decimal,
0.75"Hx0.5"Wx 025'D Dark Gray Surfacs, A

O = segment is not tinted
A =segment is tinted
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Seven Segment Displays (cont.)

Device

PN

Description

Color

Typical I,

Page
No.

14.2 mm (0.56 in.)
Dual-in-Line (Single Digit)
0.67" Hx0.49' Wx0.31"D

R e

ke

P Sl Sl 4

14.2mm (0.56 in.)
Dual-in-Line (Two Digit)
0.67'Hx1.0"Wx031"D

HDSP-5301
HDSP-5303
HDSP-5307
HDSP-5308
HDSP-5321

HDSP-5323

Common Anode Right Hand Decimal, Light Gray Surface, O
Common Cathode Right Hand Dscimal, Light Gray Surface, O
Common Anode +1. Overflow, Light Gray Surface, O
Common Cathode +1. Overflow, Light Gray Surface, O
Two Digit Common Anode Right Hand Decimal,

Light Gray Surface, O
Two Digit Common Cathode Right Hand Decimal,

Light Gray Surface, O

Red

1300 ped
@20 mA

HDSP-H151
HDSP-H153
HDSP-H157
HDSP-H158
HDSP-K121

HDSP-K123

Common Anode Right Hand Decimal, Light Gray Surface, O
Common Cathode Right Hand Decimal, Light Gray Surface, O
Common Anode 1. Overflow, Light Gray Surface, O
Common Cathode +1. Overflow, Light Gray Surface, O
Two Digit Common Anode Right Hand Decimal,

Light Gray Surface, O
Two Digit Common Cathode Right Hand Decimal,

Light Gray Surface, O

AlGaAs
Red

16.0 med
@20mA

3-84

3-28

HDSP-5501
HDSP-5503
HDSP-5507
HDSP-5508
HDSP-5521

HDSP-5523

Common Anode Right Hand Decimal, Light Gray Surface, O
Common Cathode Right Hand Decimal, Light Gray Surface, O
Common Anode +1. Overflow, Light Gray Surface, O
Common Cathode +1. Overflow, Light Gray Surface, O
Two Digit Common Anode Right Hand Decimal,

Light Gray Surface, O
Two Digit Common Cathode Right Hand Decimal,

Light Gray Surface, O

High
Efficiency
Red

2800 ped
@ 10 mA

HDSP-5701
HDSP-5703
HDSP-5707
HDSP-5708
HDSP-5721

HDSP-5723

Common Anode Right Hand Decimal, Light Gray Surface, O
Common Cathode Right Hand Decimal, Light Gray Surface, O
Common Anode +1. Overflow, Light Gray Surface, O
Common Cathode +1. Overfiow, Light Gray Surface, O
Two Digit Common Anode Right Hand Decimal,

Light Gray Surface, O
Two Digit Common Cathode Right Hand Decimal,

Light Gray Surface, O

Yellow

1800 ucd
@10mA

HDSP-5601
HDSP-5603
HDSP-5607
HDSP-5608
HOSP-5621

HDSP-5623

Common Anode Right Hand Decimal, Dark Gray Surface, A
Common Cathode Right Hand Decimal, Dark Gray Surface, A
Common Anode +1. Overflow, Dark Gray Surface, A
Common Cathode +1. Overflow, Dark Gray Surface, A
Two Digit Common Anode Right Hand Decimal,

Dark Gray Surface, A
Two Digit Common Cathode Right Hand Decimal,

Dark Gray Surface, A

Green

2500 ped
@ 10mA

3-34

O = segment is not tinted
A = segment is tinted




Seven Segment Displays (cont.)

Page
Device PN Description Color | Typlcall, | No.
HDSP-3400 | Common Anode Left Hand Decimal, Light Gray Surface, O Red 1200 ucd | 3-82
i of |+ *| | HDSP-3401 | Common Anode Right Hand Decimal, Light Gray Surface, O @20mA
b MW 3 b U, HDSP-3403 | Common Cathode Right Hand Decimal, Light Gray Surface, O -
: b “U: +| | HDSP-3405 | Common Cathode Left Hand Decimal, Light Gray Surface, O
b bl b H 3| | HDSP-3406 | Universal +1. Overflow, Right Hand Decimal,
0" |* o Light Gray Surface, 0 .
HDSP-N150 | Common Anode Left Hand Decimal, Light Gray Surface, O AlGaAs | 14.0med
HDSP-N151 | Common Anode Right Hand Decimal, Light Gray Surface, O | Red @20mA
HDSP-N153 | Common Cathode Right Hand Decimal, Light Gray Surface, O
HDSP-N155 | Common Cathode Left Hand Decimal, Light Gray Surface, O
HDSP-N156 | Universal 31 Overflow, Right Hand Decimal,
Light Gray Surfacs, O
HDSP-3900 | Common Anode Left Hand Decimal, Light Gray Surface, O High 7000 ped
HDSP-3901 | Common Anode Right Hand Decimal, Light Gray Surface, O | Efficiency | @ 100 mA
HDSP-3903 | Common Cathode Right Hand Decimal, Light Gray Surface, O | Red peak 1/5
HDSP-3905 | Common Cathode Left Hand Decimal, Light Gray Surtace, O Duty
HDSP-3906 | Universal +1. Overflow, Right Hand Dacimal, Factor
Light Gray Surface, O
HDSP-4200 | Common Anode Lett Hand Decimal, Light Gray Surface, O Yellow 7000 pcd
HDSP-4201 | Common Anode Right Hand Decimal, Light Gray Surface, O @ 100 mA
HDSP-4203 | Common Cathode Right Hand Decimel, Light Gray Surface, O peak 1/5
HDSP-4205 | Common Cathode Left Hand Decimal, Light Gray Surface, O Duty
HDSP-4206 | Universal 11, Overflow, Right Hand Decimal, Factor
Light Gray Surface, O
HDSP-8600 | Common Anode Left Hand Decimal, Dark Gray Surface, A Green 1500 pcd
HDSP-8601 | Common Anode Right Hand Decimal, Dark Gray Surface, A @ 10mA
HDSP-8603 | Common Cathode Right Hand Decimal, Dark Gray Surface, A
20 mm (0.8in.) HDSP-8605 | Common Cathode Left Hand Decimal, Dark Gray Surface, A
Dual-in-Line HDSP-8606 | Universal +1. Overfiow, Right Hand Decimal,
1.09"Hx0.78"Wx0.33'D Dark Gray Surfacs, A ‘

O = segment is not tinted
A = segment is tinted
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High Ambieht Light, Seven Segment Displays

Typical |, @
100 mA Peak | Page
Device PN Description 1/5 Duty Factor| No.

HDSP-3530 | High Efficiency Red, Common Anode, LHOP, Light Gray Surface, O | 7100 pcd/seg 3-42

R . : : HDSP-3531 | High Efficiency Red, Common Anode, RHDP, Light Gray Surface, O
1= g [ HDSP-3533 | High Efficiency Red, Common Cathode, RHDP,
;g:”: T, Light Gray Surface, O
. 7 A { HDSP-3536 | High Efficiency Red, Universal Polarity Overflow Indicator, RHDP,
S Light Gray Surface, O
HDSP-4030 | Yeltow, Common Anade, LHDP, Light Gray Surface, O 4500 ped/seg
HDSP-4031 | Yellow, Common Anode, RHDP, Light Gray Surface, O
7.62mm (0.3in.) HDSP-4033 | Yellow, Common Cathode, RHDP, Light Gray Surface, O
Dual-in-Line HDSP-4036 | Yellow, Universal Polarity Overflow Indicator, RHDP,
0.75"Hx04"Wx0.18"'D Light Gray Surface. O

HDSP-3730 | High Efficiency Red. Common Anode, LHDP, Light Gray Surface, O | 10900 pcd/seg

S HDSP-3731 | High Efficiency Red, Common Anode, RHDP, Light Gray Surface, O
==, . HDSP-3733 | High Efficiency Red, Commen Cathode, RHDP,

ﬂ ﬁ‘ a ” Light Gray Surface, O

110 ﬂ ’ HDSP-3736 | High Efficiency Red, Universal Polarity Overflow Indicator, RHDP,
- . -] [ .
¢ |. ) Light Gray Surface, O
HDSP-4130 | Yellow, Common Anode, LHDP, Light Gray Surface, O 5000 pcd/seg
HDSP-4131 | Yellow, Common Anode, RHDP, Light Gray Surface, O
10.92 mm (0.43in.) HDSP-4133 | Yellow, Common Cathode, RHDP, Light Gray Surface, O
Dual-in-Line HDSP-4136 | Yellow, Universal Polarity Overflow Indicator, RHDP,
0.75"Hx05"Wx0.25"D Light Gray Surface, O

HDSP-5531 | High Efficiency Red, Common Anode, RHDP, Light Gray Surface, O | 6000 pcd/seg
HDSP-5533 | High Efficiency Red, Common Cathode, RHDP,

Light Gray Surface, O

HDSP-5537 | High Efficiency Red +1. Common Anode, Light Gray Surface, O
HDSP-5538 | High Efficiency Red +1. Common Cathode, Light Gray Surface, O

HDSP-5731 | Yellow, Common Anode, RHDP, Light Gray Surface, O 5500 pcd/seg
14.2 mm (0.56 in.) HDSP-5733 | Yellow, Common Cathode, RHDP, Light Gray Surface, O
Dual-in-Line HDSP-5737 | Yellow, £1. Common Anode, Light Gray Surface, O

0.67" Hx0.49"Wx0.31"D | HDSP-5738 | Yeliow, +1. Common Cathode, Light Gray Surface, O

O = segment is not tinted
A = segment is tinted

Solid State Display Intensity and Color Selections

Option Description Page No.
Option S01 Intensity and Color Selected Displays *
Option 502
Option S20

*Contact your local Hewlett-Packard sales representative for information regarding this product.
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Alphanumeric LED Displays

Page
Device PN Description Color Application No.
HDSP-2110 | 5.0 mm (0.2in.) Orange * Medical 3-140
EEERTEIETITEY) HDSP-2111 | 5x 7 Eight Character Yellow » Telecommunications
HDSP-2112 | Intelligent Display High Efficiency Red | * Analytical Equipment
00000o0d HDSP-2113 | Operating Temperature Green + Computer Products
Nreerevrrverrtt [ HDSP-2107 | Range: -45°C to +85°C AlGaAs Red + Office Equipment
ASCII Character Set » Industrial Equipment
HOSP-2500 | 7 mm (0.27 in.) Orange » Computer Peripherals
. HDSP-2501 | ASCII 5 x 7 Eight Character | Yellow * Industrial Instrumentation
r ey HDSP-2502 | Intelligent Display High Efficiency Red | * Medical Equipment
N DDDDD oo HDSP-2503 | Operating Temperature Green * Portable Data Entry Devices
Range: -45°C to +85°C * Cellular Phones
* Telecommunications
* Test Equipment
HDSP-2530 | 5.0 mm (0.2 in.} Eight Orange * Avionics 3-125
HDSP-2531 | Character Inteliigent Display | Yellow » Computer Peripherals
ey HDSP-2532 | Operating Temperature High Efficiency Red | * Industrial Instrumentation
cocgooooag HDSP-2533 | Range: -40°C fo +85°C Green * Medical Equipment
HDSP-2534 AlGaAs Red * Portable Data Entry Devices
« Telecommunications
« Test Equipment
HDLA-2416 | 5.0mm (0.2in.) Orange ¢ Portable Data Entry Devices | 3-164
HDLG-2416 | 5x 7 Four Character Green ¢ Industrial Instrumentation
HDLO-2418 | Intelligent Display High Efficiency Red | ¢ Computer Peripherals
D D D D HDLR-2416 | Operating Temperature Red + Telecommunications
HDLS-2416 | Range: -40°C to +85°C AlGaAs Red (SV)
HDLU-2416 AlGaAs Red (LP}
HDLY-2416 Yellow
HPDL-1414 | 2.85 mm (0.1121in.) Red * Portable Data Entry Devices | 3-175
HPDL-2416 | 4.1 mm {0.16in.) Red * Medical Equipment
16-Segment Four Character * Industrial Instrumentation
(o Monolithic Intelligent Display » Computer Peripherals
Operating Temperature *» Telecommunications
Range: -40°C fo +85°C
HCMS-2000 | 3.8 mm (0.15in.} 5 x 7 Four Red * Computer Terminals 3-156
HCMS-2001 | Character Display 12 pin Yellow * Business Machines
HCMS-2002 | Ceramic DIP 7.6 mm (0.30in.) | High Efficiency Red |  Portable, Hand-held or
HCMS-2003 | Operating Temperature Green Mobile Data Entry, Read-out,
HCMS-2004 | Range: -40°C to +85°C Orange or Communications
HCMS-2300 | 5.0 mm (0.20in.) 5 x 7 Four Red « Avionics
—_——— HCMS-2301 | Character Display 12 pin Yellow * Ground Support, Cockpit,
A HCMS-2302 | Ceramic DIP 6.35 mm High Efficiency Red | Shipboard Systems
[ U T YO HCMS-2303 | (0.250in.) Green « Medical Equipment
e HCMS-2304 | Operating Temperature Orange « Industrial and Process Control
Range: -40°C to +85°C « Computer Peripherals and
Terminals
HCMS-2700 | 1 Row of 4 Characters Standard Red * Telecommunications 3-100
HCMS-2701 | 3.8 mm (0.15in.)5 x 7 Dot Yellow * Instrumentation
J00da HCMS-2702 | Matrix, Full ASCI High Efficiency Red | » Medical Instrumentation
HCMS-2703 | Character Set Green * Business Machines
HCMS-2704 Orange
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Alphanumeric LED Displays (Cont.)

Page
Device PN Description Color Application No.
HCMS-2710 | 1 Row of 8 Characters Standard Red 3-100
—_— HCMS-2711 Yellow
D D D D D HCMS-2712 HER
D D D HCMS-2713 Green
e HCMS-2714 Orange
———————— HCMS-2720 | 2 Rows of 8 Characlers | Standard Red
HCMS-2721 Yellow
D a D D D U D D HCMS-2722 HER
HCMS-2723 Green
gaogooooa HCMS-2724 Orange
HCMS-2901 | 1 Row of 4 Characters Yellow * Telecommunications 3-109
HCMS-2902 | 3.8 mm (0.15in.)5x7Dot | HER * Portable Data Entry Devices
D [] U U HCMS-2903 | Matrix Fully Integrated Green « Computer Peripherals
HCMS-2904 | Serial-in Display Orange + Medical Equipment
HCMS-2905 AlGaAs « Test Equipment
* Business Machines
HCMS-2911 | 1 Row of 8 Characters Yellow * Avionics
HCMS-2912 | 3.8mm (0.15in.) HER ¢ Industrial Controls
D D D D D D D D HCMS-2913 Green
HCMS-2914 Orange
HCMS-2915 AlGaAs
HCMS-2921 | 2 Rows of 8 Characters Yellow
HCMS-2922 | 3.8 mm {0.15in.) HER
HCMS-2923 Green
HCMS-2924 Orange
HCMS-2925 AlGaAs
HCMS-2961 | 1 Row of 4 Characters Yellow
HCMS-2962 | 5.0 mm {0.20in.) HER
oooc HCMS-2963 Green
HCMS-2964 Orange
HCMS-2965 AiGaAs
HCMS-2971 | 1 Row of 8 Characters Yellow
HCMS-2972 | 50 mm (0.20 in.) HER
HCMS-2973 Green
0 D D D 0 D D D HCMS-2974 Orange
HCMS-2975 AlGaAs
HDSP-2490 | 6.9mm (0.27in.)5x7 Red « High Brightnass Ambient *
Four Character Systems
e HDSP-2491 | Alphanumeric Yeliow * Industrial and Process
I S B A 28 Pin Ceramic 15.24 mm Control
L bod b L HDSP-2492 | (0.6 in.) DIP with High « Computer Peripherals
Untinted Glass Lens Efficiency Red |+ Ground Support Systems
HDSP-2493 | Operating Temperature High For further information see
W Range: -20°C to +85°C Performance | Application Note 1016.
Green

*Contact your local Hewlett-Packard sales representative for information regarding this product.
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Large Alphanumeric 5 X 7 Displays

Page
Device PN Description Color Package Typical |, No.
HDSP-4701 | Common Row Anode | Red 17.3mm (0.68 in.) | 770 pedidot 100 mA | 3-200
88888 HDSP-4703 | Common Row Cathode | Red Dual-in-Line peak 1/5 Duty Factor
CO000 HDSP-L101 | Common Row Anode | AiGaAs Red 0.70in. Hx 1660 pcd/dot 10 mA
33859 HDSP-L103 | Common Row Cathode | AlGaAs Red 0.50 in. W x peak 1/5 Duty Factor
88 88 (O) HDSP-L201 | Common Row Anode | High Efficiency Red |0.26in. D 2800 ped/dot 50 mA
peak 1/5 Duty Factor
HDSP-5401 | Common Row Anode | Green 4000 ped/dot 50 mA
HDSP-5403 | Common Row Cathode | Green peak 1/5 Duty Factor
HDSP-4401 | Common Row Anode Red 26.5mm (1.04in.) | 800 pcd/dot 100 mA
000 8 ] HDSP-4403 | Common Row Cathode | Red Dual-in-Line peak 1/5 Duty Factor
888 08 HDSP-M101 | Common Row Anode | AlGaAs Red 1.10in. Hx 1850 pod/dof 10 mA
00000 HDSP-M103 | Common Row Cathode | AlGaAs Red 0.79in. Wx peak 1/5 Duty Factor
00000 HDSP-4501 | Common Row Anode | High Efficiency Red |0.25in. D 3500 pcd/dot 50 mA
00000 HDSP-4503 | Common Row Cathode | High Efficiency Red peak 1/5 Duty Factor
(e]e]ole]e) HDSP-5101 | Common Row Ancde | Green 4500 pcd/dot 50 mA
HDSP-5103 | Common Row Cathode | Green peak 1/5 Duty Factor
Hexadecimal and Dot Matrix Displays
Page
Device PN Description Package Application No.
L 5082-7300 | Numeric RHDP 8 Pin Epoxy General Purpose Market 3-187
snes [ER (A) Built-in Decoder/DriverMemory | 15.2 mm * Test Equipment
<. st (0.6in.) DIP * Business Machines
. . . . » Computer Peripherals
ceue as e * Avionics
L] .
5082-7302 | Numeric LHDP
(A) (8) 8) Built-in Decoder/Driver/Memory
1L
seus L ]
Seel | |eebed
. . . 5082-7340 | Hexadecimal
LR ‘. C) Built-in Decoder/Driver/Memory
© (0
5082-7304 | Over Range 1
(D)
7.4 mm (0.29 in.)
4 x7 Single
Digit
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Hexadecimal and Dot Matrix Displays (Cont.)

Page
Device PN Description Package Application No.
HDSP-0760 | Numeric RHDP High Efficiency * Military Equipment 3-193
(A) Built-in Decoder/Driver/Memory | Red * Ground Support
— Low Power Equipment
e s HDSP-0761 | Numeric LHDP * Avionics
rees e (B} Built-in Decoder/Driver/Memory * High Reliability
. . s . . Applications
et St HDSP-0762 | Hexadecimal
C) Built-in Decoder/Driver/Memory
LIS YJLLITT
HDSP-0763 | Over Range +1
igUaigial ©
s . HDSP-0770 | Numeric RHDP High Efficiency * High Brightness
..t efen & (A Built-in Decoder/DriverMemory | Red Ambient Systems
Do .t High Brightness | » Gockpit, Shipboard
esns . HDSP-0771 | Numeric LHDP Equipment
‘ {B) Built-in Decoder/Driver/Memory » High Reliability
T UL T Applications
HDSP-0772 | Hexadecimal
(C) Buift-in Decoder/Driver/Memory
7.4 mm (0.29 in.) HDSP-0860 | Numeric RHDP Yellow * Business Machines
4 x 7 Single Digit (A) Built-in Decoder/Driver/Memory * Fire Control Systems
Package: * Military Equipment
8 Pin Glass Ceramic HDSP-0861 | Numeric LHDP » High Reliability
15.2mm (0.6 in.) DIP (B) Built-in Decoder/Driver/Memory Applications
HDSP-0862 | Hexadecimal
©) Built-in Decoder/Driver/Memory
HDSP-0863 | Over Range +1
(D)
HDSP-0960 | Numeric RHDP High * Business Machines
(A) Built-in Decoder/Driver/Memory | Performance « Fire Control Systems
Green * Military Equipment
HDSP-0961 | Numeric LHDP « High Reliability
(B) Built-in Decoder/Driver/Memory Applications
HDSP-0862 | Hexadecimal
C) Built-in Decoder/Driver/Memory
HDSP-0963 | Over Range +1
()

Glass/Ceramic Selection Guide is located on 3-209.
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