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MS27475
Wall Mount Hermetic Receptacle

MIL-DTL-38999 Series II 
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Front Panel
Mounting
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4 x Ø C Holes

2 x A BSC

Ø E Max

80° BSC

2 x 120° BSC
.322 (8.2)
.312 (7.9)

Marking Location
(Either Location)

Contrasting Color
Pin Ends 3 Pl

P (See Table II)

Eyelet
Contact (X)

Solder Cup
Contact (P)

Feedthrough
Contact (C)

D Thread

.094 (2.39) Min Full Thread

.344 (8.7) Max
FP Max (Pin)

FS Max (Socket)

.069 (1.8)

.058 (1.5)

.175 (4.5)

.125 (3.2)
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How To Order: MS

Shell Style
MS27475 - Wall Mount, Series II

Class
Y- Hermetic

Alternate Key 
Position

A, B, C, D
(Omit for Normal)

Connector Material / Finish
D	 -	Carbon Steel - Fused Tin Finish
E	 -	Stainless Steel - Passivate Finish
N	 -	Stainless Steel - Nickel Finish

MS27475 Y 10 N 35 P A

Shell Size
8,10,12,14,16,18,20,22,24

Contact Termination
P	 -	 Pin, Solder Cup
X	 - 	Pin, Eyelet
C	 - 	Pin, PCB 

  Flex Feedthrough

S	 -	 Socket, Solder Cup
Z	 - 	Socket, Eyelet
D	 - 	Socket, PCB 

   Flex Feedthrough

Insert Arrangement
MIL-DTL-38999 Series II 

Hermetic Inserts Per 
MIL-STD-1560; 

See Pages B-2 - B4
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