
Features
■ Surface Mount SMB package
■  Standoff Voltage: 12 to 58 volts
■ Power Dissipation: 600 watts
■ RoHS compliant*
■ AEC-Q101 compliant**

Applications
■ Protection of power buses
■  Protection of I/O interfaces
■ Overvoltage transient protection
■ Telecom, computer, industrial and  
 consumer electronics applications

Electrical Characteristics (@ TA = 25 °C Unless Otherwise Noted)

 SMBJ-Q Transient Voltage Suppressor Diode Series 

*RoHS Directive 2002/95/EC Jan. 27, 2003 including annex and RoHS Recast 2011/65/EU June 8, 2011. 
**”Q” part number suffix indicates AEC-Q101 compliance.

Parameter Symbol Value Unit

Minimum Peak Pulse Power Dissipation (TP = 1 ms) (Note 1,2) PPK 600 Watts

Peak Forward Surge Current  
8.3 ms Single Half Sine Wave Superimposed on Rated Load 
(JEDEC Method) (Note 3)

IFSM 100 Amps

Operating Temperature Range TJ -55 to +150 °C

Storage Temperature Range TSTG -55 to +150 °C

1. Non-repetitive current pulse, per Pulse Waveform graph and derated above TA = 25 °C per Pulse Derating Curve.
2. Mounted on 5.0 mm2 (0.03 mm thick) copper pads to each terminal.
3. 8.3 ms Single Half-Sine Wave duty cycle = 4 pulses maximum per minute (unidirectional units only).

General Information

Bourns offers Transient Voltage Suppressor Diodes for surge and ESD protection applications, in compact chip package DO-214AA (SMB) 
size format. The Transient Voltage Suppressor series offers a choice of Working Peak Reverse Voltage from 12 V up to 58 V. Typical fast 
response times are less than 1.0 picosecond from 0 V to Breakdown Voltage.  

Bourns®

minimizes roll away.  
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Tel: +886-2 2562-4117 • Email: asiacus@bourns.com
EMEA: Tel: +36 88 520 390 • Email: eurocus@bourns.com
The Americas: Tel: +1-951 781-5500 • Email: americus@bourns.com
www.bourns.com

  WARNING  Cancer and Reproductive Harm - www.P65Warnings.ca.gov

Specifications are subject to change without notice. Users should verify actual device performance in their specific applications. 
The products described herein and this document are subject to specific legal disclaimers as set forth on the last page of this document, and at www.bourns.com/docs/legal/disclaimer.pdf
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 SMBJ-Q Transient Voltage Suppressor Diode Series 

Electrical Characteristics (@ TA = 25 °C Unless Otherwise Noted)

Unidirectional Device Bidirectional Device Breakdown Voltage 
VBR (Volts)

Working 
Peak  

Reverse 
Voltage

Maximum 
Reverse 
Leakage  
@ VRWM

Maximum 
Reverse 
Voltage  
@ IRSM

Maximum 
Reverse 
Surge  

Current

Part No. Marking Part No. Marking Min. Max. @ IT (mA) VRWM (V) IR (μA) VRSM (V) IRSM (A)

SMBJ12A-Q LEQ SMBJ12CA-Q BEQ 13.3 14.7 1.0 12 1.0 19.9 30.2
SMBJ13A-Q LGQ SMBJ13CA-Q BGQ 14.4 15.9 1.0 13 1.0 21.5 28.0
SMBJ14A-Q LKQ SMBJ14CA-Q BKQ 15.6 17.2 1.0 14 1.0 23.2 25.9
SMBJ15A-Q LMQ SMBJ15CA-Q BMQ 16.7 18.5 1.0 15 1.0 24.4 24.6
SMBJ16A-Q LPQ SMBJ16CA-Q BPQ 17.8 19.7 1.0 16 1.0 26.0 23.1
SMBJ17A-Q LRQ SMBJ17CA-Q BRQ 18.9 20.9 1.0 17 1.0 27.6 21.8
SMBJ18A-Q LTQ SMBJ18CA-Q BTQ 20.0 22.1 1.0 18 1.0 29.2 20.6
SMBJ20A-Q LVQ SMBJ20CA-Q BVQ 22.2 24.5 1.0 20 1.0 32.4 18.6
SMBJ22A-Q LXQ SMBJ22CA-Q BXQ 24.4 26.9 1.0 22 1.0 35.5 16.9
SMBJ24A-Q LZQ SMBJ24CA-Q BZQ 26.7 29.5 1.0 24 1.0 38.9 15.5
SMBJ26A-Q MEQ SMBJ26CA-Q CEQ 28.9 31.9 1.0 26 1.0 42.1 14.3
SMBJ28A-Q MGQ SMBJ28CA-Q CGQ 31.1 34.4 1.0 28 1.0 45.4 13.3
SMBJ30A-Q MKQ SMBJ30CA-Q CKQ 33.3 36.8 1.0 30 1.0 48.4 12.4
SMBJ33A-Q MMQ SMBJ33CA-Q CMQ 36.7 40.6 1.0 33 1.0 53.3 11.3
SMBJ36A-Q MPQ SMBJ36CA-Q CPQ 40.0 44.2 1.0 36 1.0 58.1 10.4
SMBJ40A-Q MRQ SMBJ40CA-Q CRQ 44.4 49.1 1.0 40 1.0 64.5   9.3
SMBJ43A-Q MTQ SMBJ43CA-Q CTQ 47.8 52.8 1.0 43 1.0 69.4   8.7
SMBJ45A-Q MVQ SMBJ45CA-Q CVQ 50.0 55.3 1.0 45 1.0 72.7   8.3
SMBJ48A-Q MXQ SMBJ48CA-Q CXQ 53.3 58.9 1.0 48 1.0 77.4   7.8
SMBJ51A-Q MZQ SMBJ51CA-Q CZQ 56.7 62.7 1.0 51 1.0 82.4   7.3
SMBJ54A-Q NEQ SMBJ54CA-Q DEQ 60.0 66.3 1.0 54 1.0 87.1   6.9
SMBJ58A-Q NGQ SMBJ58CA-Q DGQ 64.4 71.2 1.0 58 1.0 93.6   6.5

Notes:  1.  
 2.   

Specifications are subject to change without notice.
Users should verify actual device performance in their specific applications. 
The products described herein and this document are subject to specific legal disclaimers as set forth on the last page of this document, and at www.bourns.com/docs/legal/disclaimer.pdf.



100

50

0
0 1.0 2.0 3.0 4.0

T, Time (ms)

I P
, P

ea
k 

Pu
ls

e 
Cu

rr
en

t (
%

)

TA=25 °C
TP

TR=10 µs

Half value= IRSM
2

Peak value (IRSM)

Pulse width (TP) 
is defined as that point 
where the peak current

decays to 50 % of IPSM.

10 x 1000 waveform
as defined by R.E.A.

Pe
ak

 F
or

w
ar

d 
Su

rg
e 

Cu
rr

en
t (

Am
ps

) 120

80

100

60

40

20

0
1 2 5 10 20 50 100

Number of Cycles at 60 Hz

Pulse Width 8.3 ms
Single Half Sine-Wave

100

10

1.0

0.1
0.1 µs 1.0 µs 10 µs 10 ms

TP, Pulse Width

P P
, P

ea
k 

Po
w

er
 (K

W
)

100 µs 1.0 ms

TA = 25 °C

Non-repetitive
Pulse Waveform

Shown in Pulse Waveform Graph

5.0 mm Lead Areas

C J
 - 

Ju
nc

tio
n 

Ca
pa

ci
ta

nc
e 

(p
F)

10000

10

1
1 10 100 1000

VBR - Reverse Breakdown Voltage (V)

100

1000

TJ = 25 °C
f = 1.0 MHz
Vsig = 50 mVp-p

Unidirectional
@ VR

Bidirectional
@ VR

Bidirectional
v-0v

Unidirectional
v-0v

100

75

50

25

0
0 5025 75 100 150125

Ambient Temperature (

Pe
ak

 P
ul

se
 P

ow
er

 D
er

at
in

g 
in

 P
er

ce
nt

 o
f

Pe
ak

 P
ow

er
 o

r C
ur

re
nt

°C)

10 x 1000 Waveform as Defined
by R.E.A.

5.0

3.0

4.0

2.0

1.0

0.0
0 5025 75 100 150125

TL - Lead Temperature (°C)

St
ea

dy
 S

ta
te

 P
ow

er
 D

is
si

pa
tio

n 
(W

)

 SMBJ-Q Transient Voltage Suppressor Diode Series 

Performance Graphs

Peak Pulse Power Derating Curve Maximum Non-Repetitive Surge Current

Pulse Waveform Typical Junction Capacitance

Pulse Rating Curve Steady State Power Derating Curve

Specifications are subject to change without notice.
Users should verify actual device performance in their specific applications. 
The products described herein and this document are subject to specific legal disclaimers as set forth on the last page of this document, and at www.bourns.com/docs/legal/disclaimer.pdf.



Product Dimensions

 SMBJ-Q Transient Voltage Suppressor Diode Series 

Recommended Footprint

Case ...........................................Molded plastic per UL Class 94V-0
Polarity....................... Cathode band indicates unidirectional device
 No cathode band indicates bidirectional device

DIMENSIONS: MM
 (INCHES)

B

G

F D

C

H

E

A A

C

B

Dimension SMB (DO-214AA)

A
4.06 - 4.57 

(0.160 - 0.180)

B
3.30 - 3.94 

(0.130 - 0.155)

C
1.95 - 2.20 

(0.077 - 0.087)

D
0.15 - 0.31 

(0.006 - 0.112)

E
5.21 - 5.59 

(0.205 - 0.220)

F
 0.203  

MAX.
 

(0.008)

G
2.13 - 2.44 

(0.080 - 0.103)

H
0.76 - 1.52 

(0.030 - 0.060)

DIMENSIONS: MM
 (INCHES)

Dimension SMB (DO-214AA)

A (Max.)
2.69 

(0.106)

B (Min.)
2.10 

(0.083)

C (Min.)
1.27 

(0.050)

How to Order

SMBJ   12   CA - Q

Package 
 SMBJ = SMB/DO-214AA 

Working Peak Reverse Voltage 
 12 = 12 VRWM (Volts)

 
 A = 5 % Tolerance Unidirectional Device 
 CA = 5 % Tolerance Bidirectional Device

 
 Q    = AEC-Q101 Compliant, 13-inch Reel 
 QH = AEC-Q101 Compliant, 7-inch ReelTypical Part Marking

YWW
XXX

DATE CODE:
    Y = LAST 
          DIGIT OF 
          YEAR
WW = WEEK 
          NUMBER

MANUFACTURER’S
TRADEMARK

DEVICE ID

Moisture Sensitivity Level ................................................................1
............................................................. 3B

Specifications are subject to change without notice.
Users should verify actual device performance in their specific applications. 
The products described herein and this document are subject to specific legal disclaimers as set forth on the last page of this document, and at www.bourns.com/docs/legal/disclaimer.pdf.
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Packaging Information

The product will be dispensed in tape and reel format (see diagram below).

Devices are packed in accordance with EIA 481 

DIMENSIONS: MM
 (INCHES)

Item Symbol
SMB (DO-214AA)

7-Inch Reel 13-Inch Reel

Carrier Width A 3.67 ± 0.20
 (0.144 ± 0.008)

Carrier Length B  5.60 ± 0.20
 (0.220 ± 0.008)

Carrier Depth C  2.57 ± 0.20
 (0.101 ± 0.008)

Sprocket Hole d  1.50 ± 0.10
 (0.059 ± 0.004)

Reel Outside Diameter D  178
 (7.008)

 330
 (12.992)

Reel Inner Diameter D1
  50.0            

           (1.969) MIN.

Feed Hole Diameter D2
 13.0 ± 0.20

 (0.512 ± 0.008)

Sprocket Hole Position E  1.75 ± 0.10
 (0.069 ± 0.004)

Punch Hole Position F  5.50 ± 0.05
 (0.217 ± 0.002)

Punch Hole Pitch P  8.00 ± 0.10
 (0.315 ± 0.004)

Sprocket Hole Pitch P0
 4.00 ± 0.10

 (0.157 ± 0.004)

Embossment Center P1
 2.00 ± 0.05

 (0.079 ± 0.002)

Overall Tape Thickness T 0.30 ± 0.10 
 (0.012 ± 0.004)

Tape Width W
12.00 ± 0.30

 (0.472 ± 0.012)

Reel Width W1
18.4           

          (0.724) MAX.

Quantity per Reel --  500  3,000

REV. 11/18

 SMBJ-Q Transient Voltage Suppressor Diode Series 

Specifications are subject to change without notice.
Users should verify actual device performance in their specific applications. 
The products described herein and this document are subject to specific legal disclaimers as set forth on the last page of this document, and at www.bourns.com/docs/legal/disclaimer.pdf.



 Legal Disclaimer Notice

This legal disclaimer applies to purchasers and users of Bourns® products manufactured by or on behalf of Bourns, Inc. and 

Unless otherwise expressly indicated in writing, Bourns® products and data sheets relating thereto are subject to change 

and complete before placing orders for Bourns® products.

The characteristics and parameters of a Bourns® product set forth in its data sheet are based on laboratory conditions, and 
statements regarding the suitability of products for certain types of applications are based on Bourns’ knowledge of typical 
requirements in generic applications.  The characteristics and parameters of a Bourns®

® product with other components 
® 

the actual performance of the Bourns®

 

® product as meeting the requirements of a particular industry 

®

of Bourns® products are responsible for ensuring compliance with safety-related requirements and standards applicable to 

Bourns®

on a case-by-case basis, use of any Bourns®

®

®

® 

®

Bourns®

® standard products that are suitable for use in aircraft 

® standard 

the user’s sole risk.

® custom products shall be negotiated on a case-by-case basis by Bourns 
and the user for which such Bourns®

® standard products shall 
also apply to such Bourns® custom products.

Users shall not sell, transfer, export or re-export any Bourns®

Bourns®

 
® products and Bourns technology and technical data may not under any circumstance be 

exported or re-exported to countries subject to international sanctions or embargoes.  Bourns® products may not, without 
 

bilingual versions are available at:
  Web Page: http://www.bourns.com/legal/disclaimers-terms-and-policies
           PDF: http://www.bourns.com/docs/Legal/disclaimer.pdf



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV <>
    /HUN <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


