Section 3: MOSFETs

N-Channel Devices

BVpss from 40V to 60V (cont)

Typical application areas for this range include direct logic-level interfacing from TTL and CMOS functions within portable
equipment and drivers

Part BVpss o fom VGsith) Rpsion) Ciss Package
No. ‘ A\ Q atVgs
\") A A Min Max Max \Y pf

[zvNazosGV| 60 2.1 15 13 3 045 | 5 350 SOT223
ZVN4306G 60 2.1 15 1.3 3 0.45 5 350 SOT223
ZVN4306AV 60 1.1 | 15 1.3 3 0.45 5 350 E-Line
ZVN4306A 60 ‘ 1.1 15 1.3 3 0.45 5 350 E-Line
ZDM4306N 60 2 15 13 3 0.45 5 350 Sms8
ZVN4206GV 60 1 8 13 3 15 5 100 SOT223
ZVN4206G 60 1 8 13 3 15 5 100 SOT223
ZVN4206AV | 60 0.6 8 13 3 15 5 100 E-Line
ZVN4206A 60 0.6 8 1.3 3 1.5 5 100 E-Line
ZDM4206N 60 1 8 1.3 3 15 5 100 SMs8
ZVN2106G 60 0.71 8 058 2.4 2 10 75 SOT223
ZVN2106A 60 0.45 8 0.8 2.4 2 10 75 E-Line
ZVN4106F 60 0.2 3 1.3 3 5 5 35 SOT23
ZVN3306A 60 0.27 3 0.8 2.4 5 10 3% | Edline
ZVN3306F 60 0.15 3 0.8 2.4 5 10 35 | SOT23
BS170P 60 0.27 3 0.8 3 5 10 - E-Line
BS170F 60 0.15 3 0.8 3 5 10 - SOT23
2N7000P 60 0.2 0.5 0.8 3 5 10 60 E-Line
2N7000 60 0.2 0.5 058 3 5 10 60 T092
aN7002 60 0.115 0.8 1 25 7.5 50 SOT23
VN10LP 60 0.27 3 08 25 7.5 ‘ 60 E-Line
VN2222LL 60 015 | 1 0.6 25 75 10 | 60 TO92
VN10LF 60 . 015 3 0.8 25 7.5 . 60 SOT23
BSS138 | 50 i 0.2 058 05 1.5 35 | 5 50 | SOT23
Notes:

1) The devices suffixed 'V’ are Avalanche Rated.
2) The E-Line package is similar in style and pin compatible with TO92.
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Tape and Reel Information - see section 12 »
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